BS EN 1982:2008Valve Spec – 6m

Copper and copper alloys. Ingots and castings

BS EN 1982:2017
Copper and copper alloys. Ingots and castings

BS EN 1563:2011
Founding. Spheroidal graphite cast irons

BS EN 1563:2018
Founding. Spheroidal graphite cast irons


BS EN 1171:2002
Industrial valves. Cast iron gate valves
BS EN 1171:2015
Industrial valves. Cast iron gate valves


BS EN 12334:2001
Industrial valves. Cast iron check valves
BS EN 16767:2016
Industrial valves. Steel and cast iron check valves


BS EN 593:2004
Industrial valves. Metallic butterfly valves
BS EN 593:2017
industrial valves. Metallic butterfly valves for general purposes

BS 750:2006
Specification for underground fire hydrants and surface box frames and covers
BS 750:2012
Specification for underground fire hydrants and surface box frames and covers
BS EN 10293:2005
Steel castings for general engineering uses
BS EN 10293:2015
Steel castings for general engineering uses



BS EN 124:1994
Gully tops and manhole tops for vehicular and pedestrian areas. Design requirements, type testing, marking, quality control

BS EN 124-1:2015
Gully tops and manhole tops for vehicular and pedestrian areas. Definitions, classification, general principles of design, performance requirements and test methods
BS EN 124-2:2015
Gully tops and manhole tops for vehicular and pedestrian areas. Gully tops and manhole tops made of cast iron
BS EN 124-3:2015
Gully tops and manhole tops for vehicular and pedestrian areas. Gully tops and manhole tops made of steel or aluminium alloys
BS EN 124-4:2015
Gully tops and manhole tops for vehicular and pedestrian areas. Gully tops and manhole tops made of steel reinforced concrete
BS EN 124-5:2015
Gully tops and manhole tops for vehicular and pedestrian areas. Gully tops and manhole tops made of composite materials
BS EN 124-6:2015
Gully tops and manhole tops for vehicular and pedestrian areas. Gully tops and manhole tops made of polypropylene (PP), polyethylene (PE) or unplasticized poly(vinyl chloride) (PVC-U)


BS EN 558:2008+A1:2011
Industrial valves. Face-to-face and centre-to-face dimensions of metal valves for use in flanged pipe systems. PN and Class designated valves
BS EN 558:2017
Industrial valves. Face-to-face and centre-to-face dimensions of metal valves for use in flanged pipe systems. PN and Class designated valves










DI Pipes & Fittings  - 6h


BS EN 14399-1:2005
High-strength structural bolting assemblies for preloading. General requirements

BS EN 14399-1:2015
High-strength structural bolting assemblies for preloading. General requirements








BS EN 14399-2:2005
High-strength structural bolting assemblies for preloading. Suitability test for preloading
BS EN 14399-2:2015
High-strength structural bolting assemblies for preloading. Suitability for preloading






ISO 6600:1980
Ductile iron pipes -- Centrifugal cement mortar lining -- Composition controls of freshly applied mortar

This document has been withdrawn without replacement. You may wish to search for a more up to date equivalent.






JIS G 5528:1984 
Epoxy-powder coating for interior of ductile iron pipes and fittings
JIS G 5528:1984/AMENDMENT 1:2006 
Epoxy-powder coating for interior of ductile iron pipes and fittings (Amendment 1)

IS G 5528:2014 
Epoxy-powder coating for interior of ductile iron pipes and fittings (Foreign Standard)











ISO 8179-1:2004
Ductile iron pipes -- External zinc-based coating -- Part 1: Metallic zinc with finishing layer
ISO 8179-1:2017  
Ductile iron pipes, fittings, accessories and their joints -- External zinc-based coating -- Part 1: Metallic zinc with finishing layer






ISO 8179-2:1995
Ductile iron pipes -- External zinc coating -- Part 2: Zinc rich paint with finishing layer

ISO 8179-2:2017  
Ductile iron pipes, fittings, accessories and their joints -- External zinc-based coating -- Part 2: Zinc-rich paint








ISO 2081:2008
Metallic and other inorganic coatings -- Electroplated coatings of zinc with supplementary treatments on iron or steel
ISO 2081:2018  
Metallic and other inorganic coatings -- Electroplated coatings of zinc with supplementary treatments on iron or steel








BS EN 10088-2:2005
Stainless steels. Technical delivery conditions for sheet/plate and strip of corrosion resisting steels for general purposes
BS EN 10088-2:2014
Stainless steels. Technical delivery conditions for sheet/plate and strip of corrosion resisting steels for general purposes







ISO 10804:2010
Restrained joint systems for ductile iron pipelines -- Design rules and type testing
ISO 10804:2018  
Restrained joint systems for ductile iron pipelines -- Design rules and type testing







PE Water spec
ISO 12176-1:2012
Plastics pipes and fittings -- Equipment for fusion jointing polyethylene systems -- Part 1: Butt fusion
ISO 12176-1:2017 Preview
Plastics pipes and fittings -- Equipment for fusion jointing polyethylene systems -- Part 1: Butt fusion







Mechanical coupling
BS 1449-2:1983
Steel plate, sheet and strip. Specification for stainless and heat-resisting steel plate, sheet and strip
BS EN ISO 18286:2010
Hot-rolled stainless steel plates. Tolerances on dimensions and shape
BS EN ISO 9445-1:2010
Continuously cold-rolled stainless steel. Tolerances on dimensions and form. Narrow strip and cut lengths
BS EN ISO 9445-1:2010
Continuously cold-rolled stainless steel. Tolerances on dimensions and form. Narrow strip and cut lengths
BS EN 10048:1997
Hot rolled narrow steel strip. Tolerances on dimensions and shape
BS EN 10095:1999
Heat resisting steels and nickel alloys
BS EN 10051:2010
Continuously hot-rolled strip and plate/sheet cut from wide strip of non-alloy and alloy steels. Tolerances on dimensions and shape















BS EN 1563:2011
Founding. Spheroidal graphite cast irons
BS EN 1563:2018
Founding. Spheroidal graphite cast irons






uPVC Clamp Saddles
ISO 4422-1:1996
Pipes and fittings made of unplasticized poly(vinyl chloride) (PVC-U) for water supply -- Specifications -- Part 1: General

ISO 1452-1:2009 Preview
Plastics piping systems for water supply and for buried and above-ground drainage and sewerage under pressure -- Unplasticized poly(vinyl chloride) (PVC-U) -- Part 1: General








ISO 580:2005 Preview********** (check that we have? )
Plastics piping and ducting systems -- Injection-moulded thermoplastics fittings -- Methods for visually assessing the effects of heating





ISO 2507-2:1995 Preview********** (check that we have? )
Thermoplastics pipes and fittings -- Vicat softening temperature -- Part 2: Test conditions for unplasticized poly(vinyl chloride) (PVC-U) or chlorinated poly(vinyl chloride) (PVC-C) pipes and fittings and for high impact resistance poly (vinyl chloride) (PVC-HI) pipes






ISO 4422-4:1997 ********** (check that we have? )
Pipes and fittings made of unplasticized poly(vinyl chloride) (PVC-U) for water supply -- Specifications -- Part 4: Valves and ancillary equipment
ISO 1452-4:2009 Preview
Plastics piping systems for water supply and for buried and above-ground drainage and sewerage under pressure -- Unplasticized poly(vinyl chloride) (PVC-U) -- Part 4: Valves












Brass stop valvesBS 1010-2:1973
Specification for draw-off taps and stopvalves for water services (screw-down pattern). Draw-off taps and above-ground stopvalves
Status : Withdrawn   Published : August 1973





BS 1400:1985
Specification for copper alloy ingots and copper alloy and high conductivity copper castings
BS EN 1982:1999
Copper and copper alloys. Ingots and castings
BS EN 1982:2008
Copper and copper alloys. Ingots and castings
BS EN 1982:2017
Copper and copper alloys. Ingots and castings










BS EN 12420:1999
Copper and copper alloys. Forgings
BS EN 12420:2014
Copper and copper alloys. Forgings




BS 3457:1973
Specification for materials for water tap and stopvalve seat washers
Status : Withdrawn   Published : October 1973














BS 5292:1980
Specification for jointing materials and compounds for installations using water, low-pressure steam or 1st, 2nd and 3rd family gases
BS 6956-1:1988
Jointing materials and compounds. Specification for corrugated metal joint rings
BS 6956-5:1992
Jointing materials and compounds. Specification for jointing compounds for use with water, low pressure saturated steam, 1st family gases (excluding coal gas) and 2nd family gases












BS 6956-6:1992
Jointing materials and compounds. Specification for jointing compounds for 3rd family gases
BS EN 751-2:1997
Sealing materials for metallic threaded joints in contact with 1st, 2nd and 3rd family gases and hot water. Non-hardening jointing compounds





BS 6956-7:1992
Jointing materials and compounds. Specification for anaerobic jointing compounds for use with 1st, 2nd and 3rd family gases
BS EN 751-1:1997
Sealing materials for metallic threaded joints in contact with 1st, 2nd and 3rd family gases and hot water. Anaerobic jointing compounds








BS 1806:1989
Specification for dimensions of toroidal sealing rings ('O'-rings) and their housings (inch series)
BS ISO 3601-2:2008
Fluid power systems. O-rings. Housing dimensions for general applications





BS ISO 3601-1:2008
Fluid power systems. O-rings. Inside diameters, cross-sections, tolerances and designation codes
BS ISO 3601-1:2012
Fluid power systems. O-rings. Inside diameters, cross-sections, tolerances and designation codes










WOLTMAN TYPE BULK WATER METERS
SIZES FROM 50 mm TO 300mm

ISO 4064/1 of 1993  - ISO 4064-1:2014 (OIML R 49) Preview
Water meters for cold potable water and hot water -- Part 1: Metrological and technical requirements

BS 5750-2:1987, EN 29002-1987,ISO 9002-1987
Quality systems. Specification for production and installation
Status : Superseded, Withdrawn   Published : May 1987 Replaced By : BS EN ISO 9002:1994
BS EN ISO 9002:1994
Quality systems. Model for quality assurance in production, installation and servicing
Status : Superseded, Withdrawn   Published : July 1994 Replaced By : BS EN ISO 9001:2000
BS EN ISO 9001:2000
Quality management systems. Requirements
Status : Revised, Withdrawn   Published : December 2000 Replaced By : BS EN ISO 9001:2008
BS EN ISO 9001:2008
Quality management systems. Requirements
Status : Revised, Superseded, Withdrawn   Published : November 2008 Replaced By : BS EN ISO 9001:2015, BS EN ISO 9001:2015 LOOSELEAF
BS EN ISO 9001:2015
Quality management systems. Requirements

ISO 2084:1974
Pipeline flanges for general use -- Metric series -- Mating dimensions
Revisions / Corrigenda
SO 7005-1:2011 Preview
Pipe flanges -- Part 1: Steel flanges for industrial and general service piping systems

ISO 7005-2:1988 Preview
Metallic flanges -- Part 2: Cast iron flanges
ISO 7005-3:1988 Preview
Metallic flanges -- Part 3: Copper alloy and composite flanges




























































Water Meter and spare parts

ISO 3951:1989
Sampling procedures and charts for inspection by variables for percent nonconforming

ISO 3951-1:2013 Preview
Sampling procedures for inspection by variables -- Part 1: Specification for single sampling plans indexed by acceptance quality limit (AQL) for lot-by-lot inspection for a single quality characteristic and a single AQL

ISO 3951-2:2013 Preview
Sampling procedures for inspection by variables -- Part 2: General specification for single sampling plans indexed by acceptance quality limit (AQL) for lot-by-lot inspection of independent quality characteristics
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