Test results Tensile strength of Butt fusion Joint
SDR 11 - Diameter 110mm
	Sample No

	Pipe thickness(mm)
	Butt fusion joint width (mm)

	1
	10.46
	23.8

	2
	10.76
	24.0

	3
	10.30
	26.0

	4
	10.40
	24.5



	Sample No
	load
	Applied force(N)

	Tensile strength(N/mm2)

	1
	
625
	
6090.4
	
6090.4/(10.46x23.8)= 24.46

	2
	
619
	
6030.8
	
6030.8/(10.76x24.0)=  23.35

	3
	
623
	
6070.6
	
6070.6/(10.30x26.0)= 22.67

	4
	
608
	
5921.6
	
5921.6/ (10.40x 24.5)=  23.24



[bookmark: _GoBack]
Eng. A.S.Kaluarachchi	Eng.T.W.M.L.P.Wijesundara               Eng.D.S.P.R.D.Premachandra
AGM (P&D -S/E)	  AGM (P&D-Doc)	CE (P&D-Doc)
  NWS & DB				NWS & DB		NWS & DB

Eng. H.M.C.P.Herath                       Eng. W.A.S.C.Jayawickrama                           Eng.T.V.K.I.S.Karunasena
CE(Sewerage)	     Eng(P&D-Doc)			Eng(P&D-Doc)
NWS & DB	              NWS & DB	NWS & DB
	              
