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Annex

Revised Average Annual Construction Volume,  Minimum Qualification Criteria  Financial Capacity ,Preshipment Inspection, Independent Inspection, and Eligibility Criteria  for award of Contracts. 
1.
Civil SBDs (Works contracts) – Average Annual Construction Volume

Requirement of Average annual volume of construction work performed during last 5 years shall be, 

Average annual volume of construction work is Rs……………..
(i) If contract period is less than one year, the value of the Engineers estimate,

(ii) If contract period is more than one year, 1.5 times annual value of the proposed work *1

*1 Annual Value of proposed work,

= 12 x Engineer’s estimate  

                        Contract duration in months 

(iii) For Donor funded projects, Donor guide lines shall prevail. 

2.
Civil SBDs (Works contracts) - Minimum Qualification Criteria 


Minimum qualification to qualify for the award of the Contract over the last 5 years :


(Specify  the  appropriate works based on the scope of the contract)

Over the last five years

[Guideline for T/ plant – Water retaining structures of a corresponding  value: 


For Water Tower –
1. Below 300 m3 capacity– Any type of Water Tower

2. Above 300 m3  and below 1000 m3 capacity – Similar type Water 
   
Tower

3. Above 1000 m3 capacity - Similar type but min. of 1000 m3  

   capacity.


For Reservoir – Reservoir or water retaining structure of a Corresponding Capacity :  

For Pipe laying- Range of diameter and length of laying (50% or 10 km which ever is less) (aggregate of pipe lengths under different contract should be considered)

For DI/CI piping :
Product Conformity Certificate, Quality Management System Certificate (ISO 9001:2008) for DI/CI pipes, fittings, specials & rubber rings/gaskets.
3.
Liquid Assets and/or Credit Facilities required

Working Capital *1 + present available credit facilities for the company*2  + credit facilities exclusively for this contract - 0.1 x current work commitments*3  > Rs……………*4

*1   Working Capital = Current Assets – Current Liabilities 

*2   A letter to prove the credit facilities by a Bank shall be issued 

      within a month prior to date of closing of Bids.

              *3   current work commitment = work remaining uncompleted 


*4  (i) For Major Contracts (more than Rs. 100 million)- Financial  

           requirement for 4 months period 


    (ii)  For Other Contracts (less than Rs. 100 million)-  Financial 

                         requirement for 3 months period
4.
Financial Capacity for Supply Contracts 
(i) When L/C is opened by the Board(Contracts > 5 million) -  
Bidder shall have working capital  1* of Rs. …………. 2* including Rs. ….. 3* as liquid cash.

1* - Working Capital = Current Assets – Current Liabilities

2* - 50% of Contract Price

3* - 5% of Contract Price
(ii) When L/C is opened by the Contractor(Contracts < 5 million)  -   

Bidder shall have working capital  1* of Rs. …………. 2* including Rs. ….. 3* as liquid cash.

1* - Working Capital = Current Assets – Current Liabilities

2* - 100% of Contract Price

3* - 80% of Contract Price
5. Civil SBDs (Works Contracts) / Supply Contracts - Inspection and Testing.
(a)
The Employer or his representative shall have the right to inspect and/or to test the Goods for their conformity to the Contract. The Contract Data of Contract and/or the Technical Specifications shall specify what inspections and tests the Purchaser requires not specified any where  and where they are to be conducted.  The Purchaser shall notify the Supplier in writing of the identity of any representatives retained for these purposes.

(b)
The inspections and tests may be conducted on the premises of the Supplier or his subcontractor(s), at point of delivery and/or at the Good's final destination.  Where conducted on the premises of the Supplier or its subcontractor(s), all reasonable facilities and assistance including access to drawings, documents  and production data  shall be furnished to the inspectors at no charge to the Purchaser.

(c)
Should any inspected or tested Goods fail to conform to the specifications, the Purchaser may reject them and the Supplier shall either replace the rejected Goods or make all alterations necessary to meet specification requirements free of charge to the Purchaser.

(d)
The Purchaser's right to inspect, test and, where necessary, reject the Goods after the Goods' arrival in the Purchaser's stores shall in no way be limited or waived by reason of the Goods having previously been inspected, tested and passed by the Purchaser or its representative prior to the delivery of Goods or Goods' shipment from the country of origin, in case of importing.

(e)
The Employer requires the goods to be supplied under this contract shall conform to the requirements given in Section 6.  The Supplier shall obtain the Certificates of Inspection for the specific requirement of this contract document carried out by one of the following inspection agencies acceptable to the Purchaser.

1.
M/s Lloyds Register,

      Lloyds Register Industrial Division,

      Register House, 29 Wallesley Road,

      Croydon DRO-2AJ, U.K.

2.
M/s Crown Agents,

     Quality assurance & Inspection Service

     Townend House, Walsall WSI INT


U.K.

  
            3.     
M/s Societe Generale de Surveillance S.A.,

1, Place des Alpes,

Case Postale 898, CH-1211 Geneva 1,

Switzerland.

4.   
Bureau of Veritas,

Cedex 44,

92077 Paris Le Defense,

France.


5.
Intertek Caleb Brett,




2200, West Loop South





Suite 200, Housten,




Texas 77027




USA

The selected inspection authority’s name and cost to same has to be given in summary of price schedule. On the acceptance of the bid, the Purchaser shall inform directly to the selected inspection authority with a copy to Supplier, the specific requirements for testing including deviations accepted by the purchaser, if any, to be tested. However, the payment to the Inspection Authority has to be made directly by the Supplier on production of test reports.

(f)
Nothing in clause 21 shall in any way release the Supplier from any warranty or other obligations under this Contract.

(g)
The Supplier shall obtain the approval of the Engineer to ship the goods to be imported for the Works or to deliver such materials and plant to the site. Applications for such consent to ship shall be accompanied by manufacturer’s test certificates and certificates of inspection prescribed in the Contract or agreed with the Engineer. Application shall be made so as to give the Engineer a reasonable time to deal with such applications.

(h)
Nominated Inspection Agency shall carryout inspection and testing during Manufacturing process, after Manufacturing and at any time prior to shipping and shall confirm that goods are in conformity with specifications included in the contract document. He shall submit his inspection report to the Employer including all items given in the Terms of Reference (TOR) for the Nominated Inspection Agency which is included in the contract document as Appendix – 7. 
6. Pre-shipment Inspection by National Water Supply & Drainage Board (NWSDB) Engineers

The Contractor shall arrange for minimum of 2 NWSDB Engineers for pre-shipment inspection visit to country of manufacture before dispatching the DI/PE Pipes, fittings, Valves, Specials and Accessories etc. and Treatment Plant equipment.
Each shipment should be inspected by NWSDB Engineers before dispatching at Manufacturer’s factory.

The Contractor shall in his bid provide detailed proposals for pre-shipment inspection visit he offers to provide under this clause. The following guidelines shall be used by the Contractor to formulate his proposals.

(a)
The duration of inspection for each officer shall not be less than Ten (10 ) days excluding Travelling to the Manufacturer’s country and back.

(b)
 Most of the time shall be centred round the manufacturer’s goods which    the Contractor proposes to use in the work.

(c)
The inspection at the specific manufacturer shall include;
· A general introduction to the manufacturer’s country, area, town & source of materials, etc.
· introduction to design standards and procedures adopted.
· introduction to relevant procedures and quality control standards.
· manufacturing process, and Quality Assurance procedure.
· testing procedures, mill certificates, product conformity certificate, Quality Management System Certificate and any other relevant certificates etc. regarding the products.
· packing & dispatching procedure
· Site visits to inspect installed similar products.
(d) 
The officers shall be guided by experienced engineers and quality controllers who are also competent in English language.

(e)
All visas, Insurance (Life, Health and Travel), air fares, permits, taxes, travelling expenses, transfer fees, accommodation on full board basis, travelling within the country and all other legitimate expenses to suit standards of senior government officials groups shall be arranged and paid for by the Contractor.

Contractor shall assist and bear all costs associated for obtaining visa for the inspection from the relevant Embassy / High commission for NWSDB Engineers. 

(f)
Apart from (e) each officer shall be paid a per diem to Incidental allowance and subsistence, not less than 100 Euro (One Hundred Euro) per day prior to Departure. 

(g)
The officers shall be provided with printed catalogues, manuals, illustrative videos etc., relevant to the manufacturing process and also obtain  extra information requested by them, and shall arrange to dispatch these to NWSDB Engineers, by the Contractor at his own cost.

(h)
Contractor shall provide a detailed programme showing Inspection, travelling, and all other arrangement etc.  hotel locations etc. for the pre-shipment Inspection and submit to the Inspection team prior to departure. The inspection Programe shall be agreed with the Pre-shipment Inspection team. 
(i)
NWSDB Engineers shall inspect and test DI pipes, fittings, specials, accessories and valves etc. the as per the attached check list for pre shipment as given in Appendix 14. Manufacturers should perform any other tests which may be required by the NWSDB Engineers.

(j)
Nominated inspection agency should be present during pre-shipment inspection by the NWSDB Engineers and should assist the NWSDB Engineers for the testing and inspection 

(k)
Any inspections carried out by Inspection Agencies or NWSDB shall not relieve the Contractor of his obligations under the Contract. 

(l)
Contractor/Manufacturer shall not deliver / dispatch materials from the Factory or Stores without approval of the Engineer.
7. Supply Contracts - Eligibility of Bidders 

Eligible bidder is one who satisfies all the following requirements

7.1(a)
The Bidder shall be a NWSDB pre-qualified manufacturer or their local accredited agent.

     (b) The Bidder shall provide ISO 9001 : 2008 Quality Management System requirement certificate for Quality Assurance for the goods manufacturing factory from an accredited agency. Scope of the production shall be clearly specified in the certificate. Manufacturer shall maintain the validity of this certificate during the contract Period. If the supply is made from several factories, ISO 9001 : 2008 certificates for quality management system requirement shall be submitted for each factory.

     (c)
The bidder shall provide certificates for the conformity of goods for the standards given in the specifications in section – 6 (Relevant ISO or BS/BSEN Standards) of the bidding document from an accredited Agency, valid at the time of awarding the contract. Manufacturer shall maintain the validity of this certificate during the Contract Period.

     (d) The bidder shall submit a  certified copy of business registration with the  Registrar of Companies.

     (e)
The bidder shall not be disqualified/ Blacklisted by NWSDB/ NPA.

  (f)
Compliance with Contract Act No 03 of 1987

(g)   Bidder shall have proof of authorization for the signatory to bid.

(h)   Bidder shall have the authorization form the manufacturer to sign and   

 negotiate in the bidding on behalf of the manufacturer.

8.  Appendices for Works Contracts – See Attachment – 01 

9.  Appendices for Supply Contracts – See Attachment – 02
8. Appendices for Works Contracts - Attachment 1

APPENDIX 1 A - 
DETAILS OF ONGOING WORKS for last five years 
	Year
	Name and Address of Employer
	Name and details of Contract
	Contract Price
	Contract Period
	Date of award
	Current progress 
	Annual value of work done

Rs.
	% Time lapsed from date of commence-ment
	Remarks 

	
	
	
	
	
	
	Physical %
	Financial (Rs.)
	
	
	

	Contracts under NWS&DB



	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	Contracts with Other Organizations



	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	


Note : Contractor shall submit awarding letters and relevant certificates from clients for on going works for the proof of above furnished  

            details.

            Separate sheets for each year shall be used.

                      APPENDIX 1 B - 
DETAILS OF SIMILAR WORKS  COMPLETED WITHIN THE LAST FIVE YEARS   

	Year
	Name and Address of Employer
	Name and details of Contract
	Main or sub contractor 
	Contract
value
	Contract Period
	Date of award
	Annual value of work done
Rs.
	Complete date
	Reasons for delay

	
	
	
	
	
	
	
	
	original
	actual
	

	Contracts under NWS&DB 



	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	Contracts with Other Organizations



	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	


Note : Contractor shall  submit completion certificates for completed works and awarding letters for the proof of above furnished          

           details. 
           Separate sheets for each year shall be used.

APPENDIX 1 C - 
DETAILS OF OTHER WORKS (EXCLUDING SIMILAR WORKS) COMPLETED WITHIN THE LAST 

                                     FIVE YEARS

	Year
	Name and Address of Employer
	Name and details of Contract
	Main or sub contractor 
	Contract
value
	Contract Period
	Date of award
	Annual value of work done
Rs.
	Complete date
	Reasons for delay

	
	
	
	
	
	
	
	
	original
	actual
	

	Contracts under NWS&DB 



	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	Contracts with Other Organizations



	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	


Note : Contractor shall  submit completion certificates for completed works and awarding letters for the proof of above furnished          

           details. 
           Separate sheets for each year shall be used.    
APPENDIX 2 - DETAILS OF KEY TECHNICAL STAFF & CONSTRUCTION  MANAGEMENT SERVICES 

Note: 

1.
In case of Engineers and Technical officers Bio-data should be submitted.

	Item
	Category
	Name and

Qualifications
	Experience in years
	No. proposed

	
	
	
	
	By NWSDB
	By contractor

	1.
	Engineers / Site Manager


	
	
	
	

	2.
	Technical Officers


	
	
	
	

	3.
	Any Other services required by the contractor for the contract

1. Specialist Services

2.

3.

4.


	
	
	
	


	APPENDIX 2A – TIME SCHEDULE FOR KEY STAFF



	
	
	
	Months (in the form of a Bar Chart)

	Name
	Position
	Activities
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	Number of Months

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Full-time: 

Part-time:
…………….

APPENDIX 3 - SCHEDULE OF PLANT AND EQUIPMENT PROPOSED

FOR PIPE LAYING
Note:
1.
The categories indicated below are only the minimum requirement proposed by NWSDB for information.  The Bidder should declare the actual plant and equipment that he proposes to use for the execution of the works. These plant and equipment should be in usage for not more than five years after their first purchase/use.

	Item
	Description
	Minimum

No.

Proposed by NWSDB
	Minimum

No. Provide by the contractor
	Minimum Period Proposed
	Remarks (hired/own)

	1.
	Excavator/ Loader 1-2 m3
	01
	
	
	

	2.
	Hand Rammers
	01
	
	
	

	3.
	Soil Compactor – Mechanical ½ ton


	01
	
	
	

	4.
	Hand Roller 2 – 3 ton
	01
	
	
	

	5
	Dumper minimum capacity 1 m3
	01
	
	
	

	6.
	Concrete mixer complete with scales etc. 0.25 – 0.5 m3

	01
	
	
	

	7
	Concrete vibrator   38mm dia.
	02
	
	
	

	8.
	Portable Air compressor complete with hose and pneumatic tools minimum capacity 2.83 m3 (100 cu.ft) per minute and pressure 70 kg/cm2 (100 psi)


	01
	
	
	

	9.

10.


	Mobile crane up to 5 ton

Portable welding set 500 A capacity complete with welding accessories.


	01

02
	
	
	

	11.
	Generating Set up to 4 kw
	01
	
	
	

	12.
	Bitumen sprayer up to 6 ton
	01
	
	
	

	13
	Water Tanker 4 – 6 m3
	01
	
	
	


	Item
	Description
	Minimum

No.

Proposed by NWSDB
	Minimum

No. Provide by the contractor
	Minimum Period Proposed
	Remarks (hired/own)

	14
	Water Pump (complete with hoses etc.) 100 ft3/min


	(specify the No of pumps)
	
	
	

	15
	Rubber Roller up to 5 ton
	
	
	
	

	16
	Truck with Tipper 3 – 8 ton
	
	
	
	

	17.
	Barbending Equipment.
	
	
	
	

	18.
	Engineer’s Level
	
	
	
	

	19.
	Theodolite.
	
	
	
	

	20.
	Shoring
	Sufficient

quantity
	
	
	

	21.
	Pressure testing equipment
	02
	
	
	

	22.
	Asphalt Cutter
	
	
	
	


Note:

1. This is a typical format and has to be amended to suit the requirement of the 

contract  by the user department.


     2.
The Bidder shall submit a documentary evidence for machinery to be 


            hired/lease for the contract.

       APPENDIX 3 A - SCHEDULE OF PLANT AND EQUIPMENT PROPOSED

FOR CIVIL CONSTRUCTION 

Note:
1.
The categories indicated below are only the minimum requirement proposed by NWSDB for information.  The Bidder should declare the actual plant and equipment that he proposes to use for the execution of the works. These plant and equipment should be in usage for not more than five years after their first purchase/use.

	Item
	Description
	Minimum

No.

Proposed by NWSDB
	Minimum

No. Provide by the contractor
	Minimum Period Proposed
	Remarks (hired/own)

	1.
	Excavator/ Loader 1-2 m3
	02
	
	
	

	2.
	Hand Rammers
	01
	
	
	

	3.
	Soil Compactor – Mechanical ½ ton


	01
	
	
	

	4.
	Hand Roller 2 – 3 ton
	01
	
	
	

	5
	Dumper minimum capacity 1 m3
	01
	
	
	

	6
	Steel Wheel Roller up to 4 ton
	
	
	
	

	7.
	Concrete mixer complete with scales up to  0.25 


	01
	
	
	

	8
	Concrete mixer complete with scales etc 0.25 -   0.5 m3

	01
	
	
	

	9
	Concrete mixer complete with scales over  0.5 m3

	02
	
	
	

	10
	Concrete vibrator   38mm dia.
	06
	
	
	

	11
	Portable Air compressor complete with hose and pneumatic tools minimum capacity 2.83 m3 (100 cu.ft) per minute and pressure 70 kg/cm2 (100 psi)


	01
	
	
	

	12

13

14


	Mobile crane up to 2 ton

Mobile crane up to 5 ton

Lorry / Truck 5 ton capacity


	01

01

01
	
	
	


	Item
	Description
	Minimum No.

Proposed by NWSDB
	Minimum

No. Provide by the contractor
	Minimum Period Proposed
	Remarks (hired/own)

	15
	Portable welding set 500 A capacity complete with welding accessories.
	02
	
	
	

	16
	Generating Set up to 4 kw
	02
	
	
	

	17.
	Bitumen sprayer up to 6 ton
	01
	
	
	

	18
	Road Roller 6 –10 ton
	01
	
	
	

	19
	Water Tanker 4 – 6 m3
	01
	
	
	

	20
	Water Pump (complete with hoses etc.) 100 ft3/min


	Sufficient

number
	
	
	

	21
	Rubber Roller up to 5 ton
	01
	
	
	

	22
	Pneumatic Roller 10 ton
	01
	
	
	

	23
	Truck with Tipper 3 – 8 ton
	01
	
	
	

	24.
	Barbending Equipment.
	01
	
	
	

	25
	Engineer’s Level
	01
	
	
	

	26.
	Theodolite.
	01
	
	
	

	27
	1m x 1m x 1 m scaffolding units with diagonal ties, bends, base plates, connecting couplings, clamps etc. made of 48 mm dia . DI tubes or scaffolding units equivalent to above
	
	
	
	

	28
	Shoring
	Sufficient

quantity
	
	
	


Note: 

1.
This is a typical format and has to be amended to suit the requirement of the contract  by the user department

2.
The Bidder shall submit a documentary evidence for  machinery to be hired/lease for the contract

APPENDIX  4  -  FINANCIAL STATEMENT

Summary of assets and liabilities based on the audited financial statements for the last three financial years (Current statement may be unaudited) together with the Financial Performance as indicated in the following schedule shall be submitted.

If the business has not been in operation for three years following schedule shall be submitted for the period that the business has been in operation together with the aforesaid financial statements.

Bidders whose financial capability is marginally less to undertake this bid may show credit facilities available to them from a Banks. 

Financial performance for the last 3 years

	Year
	xxxx
	xxxx
	xxxx

	Turnover from Contracting


	
	
	

	Fixed Assets (FA)


	
	
	

	Current Assets (CA)


	
	
	

	Current Liabilities (CL)


	
	
	

	Long Term Liabilities (LL)


	
	
	

	Net Worth   = Total Assets  – Total Liabilities
	
	
	

	Current Ratio = Current Assets                Current Liability
	
	
	

	Liquidity Ratio = Current Assets(except stock)                                     Current Liability
	
	
	

	Gearing Ratio = Dept Capital x 100                  Total Capital Employed
	
	
	

	Turnover    x  100

Total Operating Assets
	
	
	

	Net Profit    x  100

Total Assets
	
	
	


APPENDIX 4A – REVOLVING CREDIT LINE FACILITY











Date : ………..

Name of Bidder : …………………………………..

Details of  Commercial Banks providing revolving line of credit facilities.

	   Name of  the

        Bank
	      Amount of

     Credit Line

         (Rs.ML)
	       Address
	       Contact

     Telephone

            No.
	  Contact Name

      and Title

	
	
	
	
	


Note   :  Attach original letters issued from commercial banks addressed to the NWSDB, 

              confirming the revolving line of credit facilities given to the Bidder.

              If prequalification is done, bidders are required to include information subsequent to   that         submitted with the prequalification application     








………………………………….








Signature of  Bidder/Authorized Representative








Company Seal :

APPENDIX 4B - Authorization to obtain References from Bankers.


…….………… [Bidder’s Name]
    ………………….........[Address]
………………………………….

..……………………………….  

Manager …………………….. [Name of Bank]
………………..……………….[Address]

…………………………………………

…………………………………………

Dear Sir, 

I hereby Authorize the National Water Supply & Drainage Board, on behalf of the Procurement Committee, to seek references of Bank details in order to  evaluate the financial statues  of  our company M/s ……………………………………………………………………

……………………………………………………………………….[Contract Name]  in connections with the ……………………………………………………… [Contract Number] bid, submitted by us.

Yours faithfully,

………………………………..

………………………………..

Authorized officer of the Bidder.

Note : 
If there are more than one bank given in the Appendix 4A, separate letters should be             submitted for each Bank.

APPENDIX   5   -   WORK PROGRAMME PROPOSED BY THE CONTRACTOR 

Scheme
: 
  (To be filled the design Engineer)

Contract No
:              (To be filled the design Engineer)

Contractor
:

	Construction Activity


	Programme (Months)

(1st ,2nd , etc are months from the start date)



	
	1st 
	2nd 
	3rd 
	4th 
	5th 
	6th 
	7th 
	8th 

	Design Engineer should provide major

components of the scheme.


	
	
	
	
	
	
	
	


Note : Contractor shall submit the predicted cash flow based on the work programme. 

APPENDIX 6 - BIDDER’s Authorization to sign the Contract

[The Bidder shall require to fill in this Form in accordance with the instructions indicated. This letter of authorization should be on the letter head of the Bidder and should be signed by a person with the proper authority to sign documents that are binding on the Bidder. The bidder shall include it in its bid].



Date : [insert date (as day, month and year) of Bid Submission]



No. : [insert contract number]

To :  Chairman,

        Procurement Committee

        ………………………….

        ………………………….

For ……………………………………………... of Water Supply Scheme

Contract No. …………………………………..

We …………………………………………[insert complete name of  the Bidder], who ……………………………………….…………[insert full address of Bidder], do hereby authorize …………….………………………….. [insert complete name of  Bidders authorize officer who signs the contract] to submit a bid on behalf of our company and to subsequently negotiate and sign the Contract.

Specimen Signature …………………………………………………………

Signed :  …………………………………[insert signature(s) of authorized representative(s) of the Bidder]

Name : ………………………………………………………..[insert complete name(s) of authorized representative(s) of the Bidder]

Title :  …………………………………….. [insert title]

Duly authorized to sign this Authorization on behalf of :  ……………………………[insert complete name of  Bidder] 

This is to certify that the seal and signatures of legal representative and authorized person affixed to power of attorney attached hereto are found to be authentic. 

………………………………

Signature of Attorney at Law 

……………………………..

Seal of Attorney at Law

In the place of  (…………………………………………………………………………….. address) 

Date ……………………
 APPENDIX 7 - Guarantee for DI Pipes, Fittings and Rubber Rings
[Address of the Manufacturer]









…………………………………









…………………………………









…………………………………









…………………………………

General Manager,

National Water Supply & Drainage Board,

Galle Road, Ratmalana.

Sri Lanka.

For ……………………………………………... of Water Supply Scheme

Contract No. …………………………………..

We ,…………………………………………………………………………………………………

……………………………………………………………………………………………………….…………………………………( Name & Address of the Pipe Manufacturer ) Manufacturer  of DI pipes ,hereby guarantee that,

1 DI pipes, fittings and rubber rings supplied under the contract shall fit properly and adequately to ensure leak proof pipeline installations under all working conditions.

2. We  will unconditionally undertake to replace any material rejected by the Engineer within the time period as agreed with the Engineer during implementation stage at no additional cost to NWSDB ensuring the timely implementation of the project.

3. We will unconditionally undertake that the  Nominated Inspection Agency issues a certificate ensuring that DI pipes, fittings and rubber rings inspected shall fit properly and adequately to ensure leak proof pipeline installations under all working conditions upon shipment.

…………………………….

Signature of the Authorised 

Officer on behalf  of the 

Pipe manufacturer

Name
:
……………………………………………………….

Capacity
:
……………………………………………………….

Witness
:

1
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

2
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

APPENDIX 8 -  Confirmation of  Capability of  Production and 

                                  Supply according to Delivery Schedule.

[Address of the Manufacturer]

…………………………………………..

………………………………………….

………………………………………….

Chairman,

Procurement Committee,

For ……………………………………………... of Water Supply Scheme

Contract No. …………………………………..

 We, ……………………………………………………………….[name of manufacturer] of ………………………………………………………………………………………………………………….…………………………………………………………………………...…….[address of  manufacturer]confirm that we have sufficient production capacity to produce the quantity of  DI Pipes, Fittings and Specials submitted in our bid and shall deliver them according to the delivery schedule indicated in the bid. 

……………………………..




……………………………..

Authorised Officer of the Manufacturer.


   Seal of the Company.

Name :……………………………………

APPENDIX  9 - Manufacturer’s Authorization to sign the 

                                          Contract
[The Bidder shall require the Manufacturer to fill in this Form in accordance with the instructions indicated. This letter of authorization should be on the letter head of the Manufacturer and should be signed by a person with the proper authority to sign documents that are binding on the Manufacturer. The bidder shall include it in its bid].

Date : [insert date (as day, month and year) of Bid Submission]

No. : [insert contract number]

To :  Chairman,

        National Water Supply and Drainage Board,

        Galle Road, Ratmalana, Sri Lanka.

For ……………………………………………... of Water Supply Scheme

Contract No. …………………………………..

We …………………………………………[insert complete name of  Manufacturer], who are official manufacturers of DI Pipes, Fittings, Specials, Accessories, DI/CI Valves, Manhole Covers and Surface Boxes , having factories at ………………………………[insert full address of Manufacturer’s factories], do hereby authorize …………….…………………. [insert complete name of  Bidder] to submit a bid the purpose of which is to provide DI Pipes, Fittings, Specials, Accessories, DI/CI Valves, Manhole Covers and Surface Boxes ,manufactured by us and to subsequently negotiate and sign the Contract.

We hereby extend our full guarantee and warranty in accordance with Clause 15 of the General Conditions of Contract, with respect to the Goods offered by the above firm.

Signed :  …………………………………[insert signature(s) of authorized representative(s) of the Manufacturer]
Name : ………………………………………………………..[insert complete name(s) of authorized representative(s) of the Manufacturer]

Title :  …………………………………….. [insert title]

Duly authorized to sign this Contract on behalf of :  ……………………………[insert complete name of  Manufacturer] 

Dated on  …………………….. day of  …………………………….[insert date of signing].
APPENDIX  10 -    Manufacturer’s awareness of the TOR  for 

   Independent Inspection Agency AND PRE-SHIPMENT   

   INSPECTION BY NWSDB ENGINEERS
[Address of the Manufacturer]

…………………………………………..

………………………………………….

………………………………………….

Chairman,

Procurement Committee,

For ……………………………………………... of Water Supply Scheme

Contract No. …………………………………..

 We, …………………………………………………………………….[name of manufacturer] of ……………………………………………………...…………………………………………………………….……………………………………………………….[address of  manufacturer]confirm that we have noticed that 

                      a)   Appendix   12 – TOR for Independent Inspection Agency

                      b)   Clause 21.3 of   Instructions to Bidders in Volume 1

……………………………...................


………………………….


Authorised Officer of the Manufacturer.


   Seal of the Company.

Name :……………………………………

APPENDIX 11 - Manufacturer’s Warranty for the goods supplied 

                                  under the contract

 [Address of the Manufacturer]

…………………………………………..

………………………………………….

Chairman, Procurement Committee,
For ……………………………………………... of Water Supply Scheme

Contract No. …………………………………..

 We, ……………………………………………………………….[name of manufacturer] of ………………………………………………………………………………………………………………….…………………………………..…….[address of  manufacturer]warrant that the goods supplied under this contract are new, unused, of the most recent or current models and have incorporated all recent improvements, and no defects arising out of the design, material or workmanship from any act that may be develop under normal use of the supplied goods. 

If there is any defects during the warranty period specified in the clause 21.7 of the General Conditions of Contract, we shall attend to repair or replace the defective goods with all reasonable speed without any cost to the Purchaser. 

…………………………………………


    ..…………….………

Authorised Officer of the Manufacturer.


   Seal of the Company.

Name :……………………………………


  Date :…………………..

In the capacity of …………………………

This is to certify that the seal and signatures of authorized officer of the manufacturer affixed to Manufacturer’s warranty, are found to be authentic. 

………………………………

Signature of Attorney at Law 

……………………………..

Seal of Attorney at Law
In the place of  (…………………………………………………………………………….. address) 

Date ……………………
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Appendix 12 - TOR FOR INDEPENDENT INSPECTION AGENCY

DI Pipes & Fittings

	Activity
	Test Performed
	Results
	Acceptability as per Specification

	1. 

    1.1
	Physical Proportion

Socket & Spigot Pipes

Pipe wall thickness

External Diameter

Internal Diameter

Length of  Pipe

Socket Length

Chambering of  Spigot end

K -  Class

Grooves in the Socket.

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining.

External Zinc Coating.

Thickness & Weight of  external Zinc Coating.

Compressive Strength of  the Cement Lining.

Curing period of  Pipes after Cement Lining.

Smoothness of  external Bitumen Coating.
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	Activity


	Test Performed
	Results
	Acceptability as per Specification

	1.2
1.3


	Flanged Pipes

Flange thickness

Flange diameters

No. of  bolt holes

Length of  pipe

Wall Thickness of  Pipe

K – Class of  Pipe

Cleanliness of  Flange

Raised Face or Flat Face

Smoothness of  Raised Face/Flat Face

Integrally casted or Factory Welded

Condition of  weld if  welded.

Thickness of  Internal Cement lining

Smoothness of  Internal Cement Lining.

External Zinc Coating.

Thickness & Weight of  external Zinc Coating

Method of  Application of  Bitumen Coating.

Compresure Strength of  the  Cement Lining

Curing period of  Pipes after Cement Lining.

Smoothness of  external Bitumen Coating

Socketed Bends

Socket Diameter

Length of  Bend

K-Class of  Bend

Wall Thickness of  bend

Grooves in the Socket.
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	   1.4


	Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining

External Zinc Coating

Thickness & Weight of  external cement coating

Method of  Application of  Bitumen Coating

Compresure Strength of the Cement Lining

Curing period of  Bends after Cement Lining

Smoothness of  external Bitumen Coating.

Flanged Bends

Flange Diameter

Length of  Bend

Thickness of  Flange

No. of  Bolt holes

Wall Thickness of  Pipe

Raised Face or Flat Face

Smoothness of  Raise Face/ Flat Face

Integrally Casted / Factory welded condition of 

Weld if  welded

K – class

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining

External Zinc Coating

Thickness & Weight of  External Coating

Compressive Strength of  the  Cement Lining.
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	   1.5
	Method of  Application of  Bitumen Coating

Compressive Strength of  the Cement Lining

Curing period of  Bends after Cement 

Smoothness of  external Bitumen Coating.

Tees

Socketed Tees

Length of  Tees

Length of  Branch

Diameter of  Tee (all faces)

Wall Thickness of  Tees

Wall Thickness of  Branch

Condition of  grooves in socket

K – Class

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining.

External Zinc Coating

Thickness & Weight of  External Zinc Coating

Method of  Application of Bitumen Coating

Compressive Strength of the Cement Lining

Curing period of Tees after Cement Lining

Smoothness of  external Bitumen coating.
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	   1.6
	Flanged Tees 

Length of  Tee

Length of  Branch

Diameter of  Tee (all Branches)

Wall Thickness of  Tee

Diameter of  Flanges (All faces)

No of  Bolt holes

Flange thickness

Integrally Casted or  Factory Welded

Condition of weld if welded

Flanges of  Raised Face or Flat Face

Smoothness of  Raised Face/ Flat Face

K – Class

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining.

External Zinc Coating

Thickness & Weight of  external Zinc Coating

Method of  Application of Bitumen Coating

Compressive Strength of  the  Cement Lining

Smoothness of external Bitumen coating.
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	2.

     2.1
	Strength & Metalogical Properties

DI Pipes & Fittings

1.  Method of Casting Metelogical Properties

     ……………. Tensile Strength

     Hardness minimum Elongation Positive

     Internal Hydrostatic Pressure Negative

     Internal Pressure

2.  Manufacturing Standards of  Pipes & 

     Fittings.

3.  Lubricant make & seal type of designation

     of lubricant.

4.  Manufacturing of  lubricant

5.  Manufacturing Standard of  lubricant

Joint Rings/ Gaskets

6.   Materials of  Joint Ring/ Gasket

7.   Manufacturing Standards of  Joint Ring/

      Gasket

8.   Hardness of  materials of  Joint Ring/

      Gasket.

9.   Seal Type designation of  Joint Ring/   

      Gasket Nuts & Bolts.

10. Materials of  Nuts & Bolts Washers

11. Manufacturing Standard of  Nuts & Bolts

12. Number of  Washers/ Bolt.
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APPENDIX  13 - PRE-SHIPMENT INSPECTION OF DI PIPES & FITTINGS

                                       BY NWSDB ENGINEERS  - CHECK LIST 

Name & Location of the Factory


Pipe

: -  ………………………………………………………………………………




     ………………………………………………………………………………


Fittings

: - ………………………………………………………………………………




    ….……………………………………………………………………………


Valves

: - ..………………………………………………………………………………




    ..………………………………………………………………………………

Couplings
:- …………………………………………………………………………………




   …………………………………………………………………………………


Adaptors
:- …………………………………………………………………………………




    …………………………………………………………………………………


Flanged Pipes
: - …………………………………………………………………………………




    …………………………………………………………………………………

(Requirement - Pipes and fittings should be manufactured by same manufacturer or manufacturing group.)

Applicable Standards


Manufacturing Standards
:
(ISO 2531 : 1998/BSEN 545: 2006)
…………….


Of pipes & Fittings 


Manufacturing Standards of 

Joint Rings


:
(BSEN 681-1/ISO


…………….

Quality Assurance Standards
:
(ISO 9001: 2008)


……………

Parameters to be checked


Markings to casted on, painted or cold stamped


Mechanical Properties, Hardness, Elongation,


Hydrostatic Pressure Tests


Wall Thickness


Length of straight pipes


Straightness


External Coating


Internal Coating


Testing of Welded Flanges

Chemical Composition of Pipes & Fittings (Composition of metals).

Condition of  Pipes & Fittings



Warping or shrinkage 



Surface or other defects detrimental to functionality 
: 
Satisfactory/Unsatisfactory



Handling of pipes, Fittings after production

: 
Satisfactory/Unsatisfactory

Inspection Procedure


Witness testing a sample with Factory QC Team 

: 
Yes/No


Witness testing with Independent Inspection Agency

: 
Yes/No
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 PRE-SHIPMENT INSPECTION OF DI PIPES & FITTINGS           
CHECK LIST

Mark Yes or No in the Remarks Column as Appropriate

Date of  Inspection  ………… 

	Technical

Specifications

Clause No.


	Description
	Values as per

Specifications
	Satisfactory/

Unsatisfactory
	Remarks

	GENERAL



	Quality

Assurance


	Availability of  Valid Quality Standard

Certificates
	ISO 9001:2008
	
	

	Independent

Inspection
	Availability of Inspection Agency. 

Certificate before Shipment
	-
	
	

	Markings
	Pipe Material (Ductile Iron)
	-
	
	

	
	Year of  Manufacture (Last Two Digits)
	-
	
	

	
	Manufacturers Identification Mark/Name
	-
	
	

	
	Nominal Diameter in mm
	-
	
	

	
	Class Designation
	-
	
	

	
	Quality Standard & Product Conformity certificate
	-
	
	

	
	Client Identification
	-
	
	

	
	Socket Penetration Lines (2 Lines) 
	-
	
	

	
	In case of Fittings, these marks shall appear on the body of each fitting together with its main characteristics such as angle of bend, pressure rating of flange etc.
	-
	
	

	Material Characteristics



	
	Mechanical Properties
	
	
	

	
	Minimum Tensile Strength
	420 N/mm2
	
	

	
	Minimum Bending Strength
	Table B1 BSEN-545 2006
	
	

	
	Modulus of Elasticity
	14- 18 N/mm2
	
	

	
	Brinell hardness for pipes
	230HB
	
	

	
	Brinell hardness for fittings
	250 HB
	
	


PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
- CHECK LIST


                                                  (3 of 13)

	 Test                                             Hydrostatic Test



	Bill No:                                                                     Item No. & Qty.                                                             Sample size:

Description of Item : DI Pipes  (SS/DF)                   Class :                                                                            Dia x Length :

Tech Spec Clause No:                                                Reference Standard  :  BSEN545:2006 -  Clause 6.5 & Table 14  

                                                                                                                             ISO 2531:1998 -  Clause 6.5  & Table 10



	Sample

No


	Item of Testing 
	Test Condition 
	Deviation
	Tolerance

Allowed
	Comply?
	Remarks

	
	
	Flexible joints
	Push-fit joints
	Flanges & flanged joints
	
	
	
	

	
	
	+ve int. pressure
	-ve int. pressure
	+ve ext. Pressure
	Dynamic int. pressure
	Flanged joints
	Screwed & welded flanges 
	
	
	
	

	1
	
	
	
	
	
	
	
	
	
	
	

	2
	
	
	
	
	
	
	
	
	
	
	

	3
	
	
	
	
	
	
	
	
	
	
	

	4
	
	
	
	
	
	
	
	
	
	
	

	5
	
	
	
	
	
	
	
	
	
	
	

	6
	
	
	
	
	
	
	
	
	
	
	

	7
	
	
	
	
	
	
	
	
	
	
	

	8
	
	
	
	
	
	
	
	
	
	
	

	9
	
	
	
	
	
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST
	Test                                                                Length of  Straight  Pipes and Fittings



	Bill No:                                                                                         Item No. & Qty.                                                            Sample size:

Description of Item : DI Pipes  (SS/DF) , Fittings                   Class :                                                                            Dia x Length :

Tech Spec Clause No:                                                                 Reference Standard  :  BSEN545:2006 – Clause 4.2.3 & Table 3,4,5,6

                                                                                                                                             ISO 2531 :1998  - Clause 4.2.3 & Tables 2,3,4,5



	Sample

No


	Item of  testing
	Physical/Measured

Value
	Deviation
	Tolerance

Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST                        
	Test                                                                Straightness



	Bill No:                                                                        Item No. & Qty.                                                            Sample size:

Description of Item : DI Pipes  (SS/DF)                   Class :                                                                            Dia x Length :

Tech Spec Clause No:                                                Reference Standard  :  BSEN545:2006 – Clause 4.2.4 

                                                                                                                             ISO 2531 :1998  -Clause 4.2.4



	Sample

No


	Item of  testing
	Physical/Measured

Value
	Deviation
	Tolerance

Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS 
-   CHECK LIST
	Test                                                                Internal & External Diameter of  Pipes & Fittings



	Bill No:                                                                                        Item No. & Qty.                                                            Sample size:

Description of Item : DI Pipes  (SS/DF) , Fittings                  Class :                                                                            Dia x Length :

Tech Spec Clause No:                                                                Reference Standard  :  BSEN545:2006 – Clause 4.2.2 

                                                                                                                                             ISO 2531 :1998  - Clause 4.2.1 



	Sample

No


	Item of  testing
	Physical/Measured

Value
	Deviation
	Tolerance

Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST                                
	Test                                                                Wall Thickness of Pipes & Fittings



	Bill No:                                                                                         Item No. & Qty.                                                            Sample size:

Description of Item : DI Pipes  (SS/DF), Fittings                    Class :                                                                            Dia x Length :

Tech Spec Clause No:                                                                 Reference Standard  :  BSEN545:2006 – clause 4.2.1 

                                                                                                                                             ISO 2531 :1998  - Clause 4.2.2



	Sample

No


	Item of  testing
	Physical/Measured

Value
	Deviation
	Tolerance

Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST                                                        
	Test                                                                Internal Coating ( Strength & Thickness) 



	Bill No:                                                                                         Item No. & Qty.                                                            Sample size:

Description of Item : DI Pipes  (SS/DF) , Fittings                   Class :                                                                            Dia x Length :

Tech Spec Clause No:                                                                 Reference Standard  :  BSEN545:2006 – Clause 4.4.3 &  4.5

                                                                                                                                              ISO 2531 :1998  - Clause 4.4.2 & 4.5.2



	Sample

No


	Item of  testing
	Physical/Measured

Value
	Deviation
	Tolerance

Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST                                                             
	Test                                                                External Coating ( Thickness of Zinc Mass & Paint coating) 



	Bill No:                                                                                                    Item No. & Qty.                                                            Sample size:

Description of Item : DI Pipes  (SS/DF),                                             Class :                                                                            Dia x Length :

& Coating for fittings and Accessories                   

Tech Spec Clause No:                                                Reference Standard  :  BSEN545:2006- clause 4.4.2 & 4.5

                                                                                                                             ISO 2531 :1998  - clause 4.4.1 & 4.5.1



	Sample

No


	Item of  testing
	Physical/Measured

Value
	Deviation
	Tolerance

Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS -        CHECK LIST                                                                             
	Test                                                                Chemical Composition



	Bill No:                                                                        Item No. & Qty.                                                            Sample size:

Description of Item : DI Pipes  (SS/DF)                   Class :                                                                            Dia x Length :

Tech Spec Clause No:                                                Reference Standard  :  BSEN545:2006 & ISO 2531 :1998  



	Sample

No


	Item of  testing
	Physical/Measured

Value
	Deviation
	Tolerance

Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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INSPECTION OF DI PIPES & FITTINGS                                         
CHECK LIST 

	Technical Specifications

Clause No.


	Description
	Requirements as per Specifications
	Satisfactory/

Unsatisfactory
	Remarks

	HANDLING OF PIPES AND FITTINGS AFTER PRODUCTION
	
	

	
	Packing 


	
	
	

	
	Handling


	
	
	

	
	Stacking
	
	
	

	
	Inspection by Factory/Inspection Authority
	
	
	

	
	Transport Arrangements within manufacturers Country
	
	
	

	
	Shipping Arrangements


	
	
	

	
	Freight Insurance Arrangements
	
	
	

	CONCLUSION AT THE END OF THE INSPECTION TOUR


	
	

	                            Total Process of Production, Testing, Packing,

                                    Handling, Insurance and Freight

                                    Arrangements Satisfactory


	
	


Observations
:

Signature 1





Signature 2


Name & Designation 1:



Name & Designation 2:

(12 of 13)

Rubber rings / Gaskets

Physical Parameter

1. Dimensions
:…………………..

2. Diameter
:…………………..

3. Hardness
:………………….

4. Appearance
:…………………..

5. Lot Numbers
: …………………..

Quality

1. Product Conformity certificate

2. ISO 9001:2008 certificate

Packing Arrangements

1. Inspection by Independent Inspection Agency 
: ………….

2. Shipping Arrangements
:……………..
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	Sample No
	Diameter
	Thickness mm
	Hardness
	Appearance
	Deviation
	Tolerance allowable
	Whether Comply
	Remarks

	
	
	
	
	
	
	
	
	


Product conformity certificate available acceptable 
: ………………..

(witness the original certificate)

ISO 9001;2008 Quality Management System certificate available and acceptable: ……………..

(witness the original certificate)

Pre-Qualification of Manufacturers for

Supply & Delivery of DI Pipes & Fittings
(Updated List as at 03/01/2012)

Manufacturer

            Approved Dia. Range
         Joint rings                       Approved Scope



             For Pipes & Fittings
	1.  Xing- Xing Ductile Iron   Pipes Co. Ltd.


	Joint rings shall be from 

No3517, Rubber General 

Factory, 71, Dongting North Road, Yueyang City, Hunan Province, China
	For water and sewer 

applications

including restraint joints.



	i   No. 04, Shihua Road, Handan,  

    Hebei  Province, P R China


	fittings only 

80 – 2200 mm
	
	

	ii   No. 108, Taohuaxi Road,   

     Taojiang, 
Hanan Province,  

     P R China


	fittings only 

80 – 2200 mm
	
	

	iii  Hebei Xing Xing, Wuan  

      Handan 
Hebei Province,  

      P R China
	pipes only 

80 – 2200 mm
	
	


Local Agent- Access International (Pvt) Ltd., 278, “Access Towers”, Union Place, Colombo 2

                       Tele No:2302302, 2302333
	2.    Saint Gobain PAM France   Factory


	Joint rings shall be from VIP Polymers, 15, Windover Road,

Hun ting don,,PE 29, 7EB, UK

Joint Rings shall be from

Jingjinang Products co. Ltd.,

North East side of Gongnong Bridge, Gongnong Road, Jingjinng City, Jiangsu 

Province, P R China 

Joint rings shall  be from Sealngor Rubber Factory, Kepong, Kuala Lumpur, Malaysia
	

	21 Avenue, Comille Cavellier, 

B P129 -54705,

Part A Mousson, Cedex, France

  Saint Gobain ( China )  

  Factories

i  Saint Gobain (Ma’an shan)    

   Foundary  Co. Ltd

   Huagong Road, Chihu  

   Maanshan, Anhui Province,
   P R China

ii  Saint Gobain (Xuzhou)  

    Pipeline Co. Ltd

    Yangzhuang, East Subsurb,

    Xhuzhan City, Jiangsou   

     Province, P R China

iii  Saint Gobain Pipelines Co.  

      Ltd
,Hua gong Road, Cihu  

      Maanshan,
Anhui Province,
      P R China


	Pipes and fittings 

60 – 2000 mm

Fittings only 

80 – 600 mm

Pipes only 

400 – 1000 mm 

Pipes only 

100 – 600 mm
	
	For water and sewer 

applications

including restraint joints 

For water and sewer 

applications

without restraint joints



	3.     Shin Nan Casting Factory Co.    Ltd


	
	For water and sewer 

applications

including  restraint joints.



	i.  No. 72, Jouwei Street, Yen  

    Jou Li,Yung Kan City Taiwan,   

    Hesien 710 
Taiwan


	Pipes & fittings 

  80 – 900 mm
	
	

	ii. No.90, Pei-Shu-Jou-Ming-Ho 

    Village, Shan-Shang  

    Hsiang, TainanHsicn, 734, 
    Taiwan, R.O.C


	
	
	


	4.    Electro Steel Casting Limited
	
	


	4.    Electro Steel Casting Limited


	
	

	30, BT Road, PO Sukacher District North

24, Paganas, Kalkata, India
	Pipes  

80–1100 mm  

Fittings

80-600 mm
	Rubber Rings shall be from National Engineering Industries Ltd., 2, Beerpara Lane, Dum Dum, Kalkata, India


	For water and sewer applications including restraint joints.


	Electro Steel Castings  Ltd.,

Elavur, Via Gummidipoondi,

Thiruvallur District,

Tamil Nadu,

India
	Fittings only

80 – 1000 mm
	Joint rings shall be from 

Andhra Polymers Private Ltd,

Plot No. 2, Phase – v,

IDA Jeedimetia,

Hyderabad 500 055,

India
	For water and sewer applications without restraint joints

	
	
	
	

	
	
	
	

	5.    Yew Lean Foundry & Co. 
Sdn. Bhd.

	
	

	2432, Tingkat Perusahaan Enam, Prai Industrial Estate, 

13600   Prai, Penang, Malaysia


	Pipes & fittings 

100–600 mm  
	Joint rings shall be from 
Selangor Rubber Factory,

Kepong, Kuala Lumpur, Malaysia


	For water and sewer applications without restraint joints


	6.   Benxi Beitai Ductile Cast Iron Pipe Co. Ltd
	
	

	i  Benxi Beitai Ductile Iron  

   Pipes Co. Ltd, Betai Town,   

   Benxi City, Liaoning  

   Province, P  R China, 
    Lioning Province

ii  Benxi Beitai Cast Pipe   

    Fittings Co. 
Ltd.,

    Beitai Town, Pinshan    

    District, Lioning Province, 
    P R China
	Pipes only 

80–2600 mm  

Fittings only

80 – 2600 mm

	Joint rings shall be from Yingkou Ever Foundry Co. Ltd, Hongqi Industrial Park, Hongqi Town, Bayuquan District, Yingkou City, Liaoning Province, P R China

	For water applications including restraint joints.




	7.       Xuzhou Everbright Ductile Iron Pipes  

          Co Ltd

	Joint rings shall be from VIP Polymers, 15, Windover Road,

Hun ting don, PE 29, 7EB, UK


	For water 

applications

without  restraint joints



	i  Jinshanqiao Development  

   Zone , Xuzhou city, Jiangsu   

   Province, P.R china


	Pipes only

100-700 mm
	
	

	ii  Yingkou Xinpeng Fittings 

    Co Ltd, Haidongmaquanzi,

    Bayuquan District, Yingkou  

    city, Liaoning Province,

    P.R China.


	Fittings only 

100-700 mm
	
	


	8.    Kubota Corporation

	Joint rings shall be from 

VIP - Polymers Ltd, 

15, Windover Road, 
Huntingdon, PE29 7EB, United Kingdom


	For water applications

including restraint joints.



	i   Hanshin Plant,

    Mukogava Site, 2 – 26

    Ohamacho, Amagasaki-shi,

    Hyogo, Japan


	Pipes & fittings

80 – 1200 mm
	
	

	ii   Hanshin Plant,

     64, Nishimukoujima,

     Cho Amagasaki –shi,

     Hyogo 660 – 0087, Japan


	
	
	

	iii  Shin Yodogawa Plant

     2 – 1 – 6 Nishijima, Nishi  

     Yodogawa – ku, Osaka-sh,  

     Osaka 555 – 0042,

     Japan


	
	
	

	iv  Keiyo Plant

      2 – 16 – 1, Sakae – Cho

      Funabashishi,

      Chiba 273 – 0018 - Japan
	
	
	


	9. M/s. Suns Pipelines Co. Ltd
i.  M/s. Suns Pipelines Co. Ltd
    No. 08, Pangeun Village,   

   Cast Industries District,
    Gaoping City,
    Shanxi, China
	Pipes only

80 – 800 mm
	Joint rings shall be from 

Jihua 3517 Rubber Products Co. Ltd, 71, Dongting North Road, Yueyang City, Hunan Province, China
	For water & Sewer
applications

without restraint joints

	ii. M/s. Sandstein Machinery

    Co. Ltd

    Nanzhuang Village,

    Wenshui Country, 

    Shanxi Province, China


	Fittings only

80 – 800 mm
	
	


	10. Jindal Saw Limited

	
	12, Jindal Centre

Bhikaiji Cama Place

New Delhi-11066

India
Factory at

i.  Jindal Saw Limited,
    Integrated Pipe Unit,
    Paragpar-Mandvi Road,
    NH/8-EXTN
    Village: Samaghogha, 
    Taluka: Mundra, 
    District Kutch, Gujarat-
    370415, India

	Pipes only

80 -1000mm

	Joint rings shall be from
Andhra Polmers (Pvt) Ltd.,Plot No. 2, Phase V, IDA Jeedimetla, Hyderabad-

  500 055, Andhra  

  Pradesh, India 


	For water applications

without restraint joints

	
	Duker GmbH & Co. KGaA, Hauptstraße 39-41, D-63846  Laufach, Gemany
Factory at


	
	
	


      ii.  Düker GmbH & Co. 

Fittings only

          KGaA, Würzburger 

80 -1000mm
          Straße 10, D-97753, 
          Karlstadt, Germany

11.  M/s. Angang Group Yong Tong Ductile Cast Iron Pipe Co. Ltd

	
	M/s. Angang Group Yong Tong Ductile Cast Iron Pipe Co. Ltd

Factory at

West Part of North Ring Road,    

Shuiye Town, Anyang Country,   

Henan Province, P.R- China

	Pipes only

80 -1000mm
	Jihua 3517, Rubber Product Co. Ltd, No.71, Dongting North Road, Yueyang,  Hunan Province, P R China
	For water applications

without restraint joints

	
	M/s. Xing Feng Ductile Cast Iron Pipe Fittings Co. Ltd

Factory at

Yingkou Economic and
Technology Development Zone, 

Liaoning Province, China
	Fittings only

80 -1000mm
	
	



	12.
M/s. Electrotherm (India) Ltd.



	i.
	M/s. Electrotherm (India) Ltd., Survey No. 72, Palodia,           

Via Thaltej, Ahmedabad – 382115, Gujarat, India
	Pipes only

100 – 1100 mm
	Joint rings shall be from 

Andhra Polymers Private Ltd.,

Plot No. 2,Phase V,

IDA Jeedimetla,

Hyderabad,

500 055, India
	For water 

applications

without restraint joints

	
	Factory at

M/s. Electrotherm (India) Ltd., Survey No. 325, N H No.8A, Village Samakhiyali, Kachchh Gujarat 370 140, India


	
	
	

	ii
	M/s. Kejriwal Casting Ltd,
Chatterjee International Centre, 

33 A Chowringhee Road,

11th Floor, Suite – 6 &11,

Kolkata, 700 071, India
	
	
	

	
	Factory at

M/s. Kejriwal Casting Ltd,
NH-6, Chamrail, Near Kona Power Sub Station, Kona, Howrah, 

West Bengal, India


	Fittings only

100 – 1100 mm
	
	

	Local Agent -        M/s. CeeGreen Engineering (Pvt) Ltd., 122 A, Lake Road, Boralasgamuwa



      Tele No. 4973203   Fax : 2509707


	13
M/s. Jai Balaji Industries Ltd


	i
	M/s. Jai Balaji Industries Ltd
5, Bentinck Street, 1st Floor, Kolkata 700, 001, India
	Pipes only

40 – 1000 mm
	Joint rings shall be from 

Andhra Polymers Private Ltd.,

Plot No. 2,Phase V,

IDA Jeedimetla,

Hyderabad,

500 055, India
	For water 

applications

without restraint joints

	
	Factory at

M/s. Jai Balaji Industries Ltd
Unit III, Vill : Banskopa, 

P.O. Rajbandh, 

Durgapur, Burdwan 713 212, 

West Bengal, India


	
	
	

	ii
	M/s. Kejriwal Casting Ltd,
Chatterjee International Centre, 

33 A Chowringhee Road,

11th Floor, Suite – 6 &11,

Kolkata, 700 071, India
	Fittings only

40 – 1000 mm
	
	

	
	Factory at

M/s. Kejriwal Casting Ltd,

NH-6, Chamrail, Near Kona Power Sub Station, Kona, Howrah, West Bengal, India


	
	
	

	Local Agent - M/s. Allied Trading International (Pvt) Ltd, 301, Old Moor Street, Colombo 12


           Tel No. 2343561,  Fax No: 2435180


	14
	M/s. Longkou Fanlin Nodular Cast Iron Pipe Co. Ltd

Conglin Industry Park, 

Zhuyouguan Town, Longkou City,

Shandong Province , P R China


	Pipes & Fittings
80 – 1400 mm
	Joint rings shall be from 

Jihua 3517 Rubber Products Co. Ltd, 71, Dongting North Road, Yueyang City, Hunan Province, China
	For water 

applications

without restraint joints

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	Local Agent  - M/s. Allied Trading International (Pvt) Ltd., 
No.301, Old Moor Street, 



Colombo 12





Tel : 2343561  Fax : 2435180


	15
	i
	Yuan Gang –Rizhao Zhufu – Qingdao Dongfeng JV   

20, Gang-Yeh W Rd,
Ir  –  Jen Tsun, Guan Tyan     

Hsiang, Tainan Hsien
Taiwan, Rep of China

Factory - I at

M/s. Yuan Gang Industrial Co.   

Ltd,  20, Gang-Yeh W Rd,
Ir  –  Jen Tsun, Guan Tyan     

Hsiang, Tainan Hsien,
Taiwan, Rep of China


	Pipes & Fittings
80 – 2000 mm
	Joint rings shall be from 

Yingkou Ever Foundry Co. Ltd., Hongqi Industrial Park, Hongqi Town, Bayuquan District, Yingkou City, Liaoning Province, 

P R China


	For water & Sewer
applications

without restraint joints
For water applications

without restraint joints
For water & Sewer
applications

including restraint joints


	
	
	
	
	
	

	
	ii
	Factory – II at

M/s. Rizhao Zhufu Industry Co. Ltd., 

Beikuo, Lanshan, Rizhao, Shandong, 

China


	pipes only

80 – 1600 mm
Fittings only

80 – 1000 mm
	
	

	
	iii
	Factory – III at

M/s. Qingdao Dongfeng Water Supply Equipment Co. Ltd., Taishan 1st Road, , Jimo - City, Qingdao, Shandong Province, China

Zip Code 266200


	
	
	

	Local Agent      M/s. Megatech (Pvt) Ltd, 66/4, Havelock Road, Colombo 05


Tel : 2581117   Fax : 2594488



Appendix  15 A   - Confirmation from the DI Fittings Manufacturer to Supply  DI Fittings to DI Pipe Manufacturer

Note: This is to be typed on a company letter heading

General Manager,

National Water Supply & Drainage Board,

Galle Road, Ratmalana.

Sri Lanka.

Guarantee to Supply of DI pipe fittings to DI pipe manufacturer M/s.  ………………………

………………………………………………..……(Name & Address of the Pipe Manufacturer)
We, …………………………………………………………………………………………………... (Name & Address of the DI Pipe fittings Manufacturer),  the manufacturer of DI pipe fittings hereby guarantee that, DI pipe fittings manufactured at our above factory located at ………...……
…………………………………………….conforming to EN 545/ ISO 2531/ EN 598/ ISO 7186 and ISO 9001:2008 shall be supplied to M/s……………………………………………….. …..……………………………………………………………….…… (Name of the DI Pipe Manufacturer) to be used with ………………………………….(brand of the pipe), pipes manufactured at the ………………………………………………………………………….(Office & Address of the  Pipe Manufacturer)

…………………………….

Authorised Signatory 





Attested by the Attorney at Law
and the Company Seal














…………………………………..








Signature of the Attorney at Law

Name
:

…………………………………. 

In the Capacity
of :
………………………………….  
Seal …………………………………










In the place of …………………….…









……………………………...(address)
Witnesses
:

1
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

2
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………
APPENDIX  15 B  - Confirmation from the Rubber Rings Manufacturer to Supply  Rubber Rings to DI Pipe Manufacturer

Note: This is to be typed on a company letter heading

General Manager,

National Water Supply & Drainage Board,

Galle Road, Ratmalana.

Sri Lanka.

Guarantee to Supply of Rubber Rings to DI pipe manufacturer M/s.  …………………………
………………………………………………….……(Name & Address of the Pipe Manufacturer)
We, …………………………………………………………………………………………………... (Name & Address of the Rubber Rings Manufacturer),  the manufacturer of Rubber Rings hereby guarantee that, Rubber Rings manufactured at our above factory located at ………...……………...
………………………………………………conforming to EN 681-1/ ISO 4633 and ISO 9001:2008 shall be supplied to M/s. …..……………………………………………………………..
…………………………………… (Name of the DI Pipe Manufacturer) to be used with ……… ……………(Trade name of pipes) pipes manufactured at the ……………………...……………….

…………………………………………………………………………….(Office & Address of the DI pipe manufacturer) and …………………………… (Trade name of DI fittings) DI pipe fittings manufactured at the .........................................………………………………………………………. ………………………………………(Office & Address of the DI pipe fittings manufacturer).
…………………………….

Authorised Signatory 





Attested by the Attorney at Law
and the Company Seal














…………………………………..








Signature of the Attorney at Law

Name
:

…………………………………. 

In the Capacity
of :
………………………………….  
Seal …………………………………










In the place of …………………….…









……………………………...(address)
Witnesses
:

1
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

2
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………
appendix  15 C - Guarantee for Supply of DI Pipes, Fittings,  

                     accessories and Rubber Rings for leak proof pipe line
Note: This is to be typed on a company letter heading

General Manager,

National Water Supply & Drainage Board,

Galle Road, Ratmalana.

Sri Lanka.

We, ……………………………………………………………………………………………………………, (Name & Address of Pipe Manufacturer) the Manufacturer  of DI Pipes, hereby guarantee that,

1.
Pipes manufactured by the above factory will be supplied with the DI fittings manufactured by M/s. ……...………………………………………………………………………………..  


………………………………….……….. (Name & Address of DI fittings manufacturer) 


(A guarantee from the DI fittings manufacture is attached)

2.
DI pipes, fittings, accessories and rubber rings supplied, match and fit properly and adequately each other to ensure leak proof pipeline installations under all working conditions.

3.
We  will unconditionally undertake to replace any material rejected by the Engineer within the time period as agreed with the Engineer during implementation stage at no additional cost to NWSDB ensuring the timely implementation of the project.

4.
We will unconditionally undertake that the Nominated Inspection Agency inspect, test and issues a certificate ensuring that DI pipes, fittings, accessories and rubber rings inspected shall fit properly and adequately to ensure leak proof pipeline installations under all working conditions upon shipment.

…………………………….

Authorised Signatory 





Attested by the Attorney at Law
and the Company Seal














…………………………………..








Signature of the Attorney at Law

Name
:

…………………………………. 

In the Capacity
of :
………………………………….  
Seal …………………………………










In the place of …………………….…









……………………………...(address)
Witnesses
:

1
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

2
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

APPENDIX  16 A -    LOCAL ACCREDITED AGENT’S Confirmation of   

                                    Supply OF di PIPE FITTINGS & SPECIALS according 
                                    to WORK PROGRAMME.

Note: This is to be typed on a company letter heading

[Address of the Local Accredited Agent]

…………………………………………..

………………………………………….

………………………………………….

Chairman,

Procurement Committee,

Bid for ……………………………… Water Supply Scheme

Contract No…………………………………….

 We, ………………….…………………………………………………………………………        [name of the Local Accredited Agent] of ……………………………………………………… …………………………………………….……………………………………………………………….…….(address of  the Local Accredited Agent) confirm that we will Supply & Deliver  DI Pipe Fittings and Specials submitted in this bid to the bidder M/s. ……………………………………………………………………………………………………………………………………………………….(Name & Address of the bidder) according to the work programme of the bidder, included in the bid. 

…………………………….

Authorised Signatory 




Attested by the Attorney at Law
and the Company Seal













…………………………………..







Signature of the Attorney at Law

Name
: ………..………………………………. 

In the Capacity
of :………………………………  
Seal ……………………………









In the place of …………………….…








……………………………...(address)
Witnesses
:

1
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

2
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………
APPENDIX  16 B -    LOCAL ACCREDITED AGENT’S Confirmation of  

                                     Supply OF pe PIPES & FITTINGS according to 
                                     WORK PROGRAMME.

Note: This is to be typed on a company letter heading

[Address of the Local Accredited Agent]

…………………………………………..

………………………………………….

………………………………………….

Chairman,

Procurement Committee,

Bid for……………………….……… Water Supply Scheme

Contract No…………………………………….

We, ……………………..……………………………………………………………………… [name of the Local Accredited Agent] of ………………………………………………………. ………………………………………………………………….……………………………………………………….…….[address of  the Local Accredited Agent], confirm that we will Supply & Deliver  PE Pipes & Fittings submitted in this bid to the bidder M/s. ……………………………………………………………………..(Name of the bidder) according to the work programme of this bidder included in the bid. 

…………………………….

Authorised Signatory 




Attested by the Attorney at Law
and the Company Seal













…………………………………..







Signature of the Attorney at Law

Name
: ……………….…………………………. 


In the Capacity
of :………………………………….  



Seal …………………………………









In the place of …………………….…








……………………………...(address)
Witnesses
:

1
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

2
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………
APPENDIX  17  - Details of Local Accredited Agent

1.
Name of Local Accredited Agent

2.
Official Address

3.
Details of Local Accredited Agent’s Company


3.1
Names of  Directors


3.2
Qualifications of  Directors and their experience in business


3.3
Registration with the Registrar of  companies




(a).
Registration Number




(b).
Date of Registration


3.4
Financial Capacity




(Prove with Audit Financial Statements for last 3 years)


3.5
Technical Competence


3.6
Supporting staff




(a)
Name :




(b)
Qualification:




(c )
Experience


3.7
Office area (m2)


3.8
Stores capacity :




(Indicate the area and location)


3.9
Yard capacity




(Indicate the area and location)


3.10
Past Experience and history of performance 




Details of previous supplies to the NWSDB. Copies of the letters of contract 

                        Awards and completion certificates shall be attached.

APPENDIX 18 - Joint Venture Agreement

This agreement made and entered into at the places and on the dates hereinafter setforth by and between.

……………………………………………. a Company duly incorporated under the laws of the ……………………………………………………………….. and having its Registered Office at ………………………………………………………………………………………. ………………………………………. and having a place of business in Sri Lanka at …… …………………………………………………………………………….(hereinafter referred to as “the Party of the First Part” which term or expression as herein used shall where the context to requires mean and include the said …………………………………………………... ……………………….. its successor or successors and assigns) of the one Part.  

……………………………………………………………. a Company duly incorporated in ……………… and having its Registered Office at …………………………………………… ……………………………………………………….. (herewith referred to as “the Party of the Second Part” which term or expression as herein used shall where the context so requires mean and include the said ………………………………………………….. its successor or successors and assigns) of the SECOND PART.

And 

…………………………………………………. Company duly incorporated under the laws of the ……………………………………………………………….. and having its Registered Office at ……………………………………………………………………………………… ………………………………………. (hereinafter referred to as “the Party of the Third Part” which term or expression as herein used shall where the context to requires mean and include the said …………………………………………………...……….. its successor or successors and assigns) of the THIRD Part.  

WITHNESSETH
Preamble 

1.
National Water Supply & Drainage Board of the Democratic Socialist Republic of Sri Lanka has invited offers for the …………………………………………………………… ………………………………………………………………………………………………………………………………………………………………………………………………….…………..………………………………………(contract no….………………………… …………………………………………………………………………………………………)

(hereinafter referred to as “the Project”)
2.
The parties hereto has agreed among themselves to establish and implement a Joint Venture for the purpose of submission of an offer and in the event of such offer being accepted and the contract being awarded in respect of the…………………………………… …………………………………………………………………………………………………………………………………………………………………………………………………… (contract no. ………………………………………………………………………… ………………………………………………………) execution of the works stipulated in the said contract on the terms and conditions stipulated therein. 

NOW THIS AGREEMENT WITNESSETH and it is hereby and between the parties hereto as follows : 

ARTICLE 1 – OBJECT OF THE JOINT VENTURE 

1.1
The object of the Joint Venture shall be submission of an offer and in the event of such offer being accepted and the contract being awarded in respect of the ………………………………………………………………………………………………………………………………………………………………………………………………………………….……….…………………………………………………… (contract no……………………………….………………………………...……

……………………….…) execution of the works stipulated in the said contract on the terms and conditions stipulated therein. (hereinafter referred to as “the Project”).   

ARTICLE 2 – ESTABLISHMENT OF THE JOINT VENTURE 

2.1
The Parties hereto shall establish and carry on the Objects of the Joint Venture under the name “………………………………………………….” (hereinafter referred to as “the JVC”)

ARTICLE 3 – CAPITAL AND OTHER REQUIREMENTS OF THE JVC 

3.1
The equity participation by the Parties hereto in the JVC shall always be in the following proportion : 

i.
The Party of the First Part 
-
………. per centum (……%) of the equity 

ii.
The Party of the Second Part 
-
………. per centum (……%) of the equity 

iii.
The Party of the Third Part 
-
………. per centum (……%) of the equity 

3.2
The capital requirement of the JVC shall be determined by the Parties hereto from time to time. 

ARTICLE 4 – OWNERSHIP AND LEAD PARTY 
4.1
There shall be One Hundred shares in the JVC which shall be owned by the parties hereto in the manner following : 

i.
The Party of the First Part 
-
………. shares  


ii.
The Party of the Second Part 
-
………. shares 


iii.
The Party of the Third Part 
-
………. shares

4.2
The Party of the First Part shall be the Lead party of the JVC.

4.3
The Lead Party shall have the authority to 

i.
sign and execute any applications, contracts, receipts and any other document including any and all applications, contracts and other documents in respect of the Project and to receive instructions on behalf of the JVC. 


ii.
to represent the JVC at any forum in respect of the Project. 


iii.
be in charge of the Project. 

4.4
The Lead Party shall also co-ordinate the activities of all the parties in relation to the performance of the Project among the Parties hereto and/or with other appropriate bodies, companies or authorities. 

4.5
The Party of the Second Part shall act as Deputy Joint Venture Leader of the Third Part and shall act as a ………………….. and provide ……………………….. for the works of the Project and along with the Lead Party shall coordinate the activities of the Parties in relation to the performance of the Project.  

4.6
The Party of the Third Part shall act as Deputy Joint Venture Leader of the Third Part and shall act as a …………………… for the Project, including the provisions of all ……………………………………………. for the Project and along with the Lead Party shall coordinate the activities of the Parties in relation to the performance of the Project.   

ARTICLE 5 – TENDERING, NEGOTIATIONS AND SIGNING OF THE CONTRACT

5.1
The compilation and submission of the offer shall be coordinated by the Lead Party.  


5.2
Each Party shall provide in time, correctly and completely, all documents and information which the Lead Party may require and which the other Parties may require for the calculating, planning and executing of their respective Scopes of Work. 

5.3
Each Party shall include in its offer all costs in relation to the execution of its Scope of Works in accordance with the Bid Documents of the Project.

5.4
If changes to the Scope of Works are required by one Party that Party shall immediately inform in writing the other Parties of such changes.

5.5
The contents of the offer shall be agreed by all the Parties hereto.

5.6
All contracts agreements and other writings in respect of the Project wherein the Parties hereto are involved shall be in the name of the JVC.  

ARTICLE 6 – FINANCING 
6.1
The capital requirement of the JVC shall be financed by the Parties hereto in proportion to their equity participation in the JVC stipulated in Article 3.1 herein. 

6.2
The JVC may obtain working capital over and above its equity by commercial borrowing in Sri Lanka or in overseas if necessary.  If, as a condition to granting any such loan, the lender requires guarantee(s), the parties hereto shall undertake to provide the guarantee(s), in the proportion respective of their ownership stipulated in Article 4 herein.  

6.3
The Party of the First Part shall be responsible to provide the Bid Bond amounting to US$ ………………  Party of the Second Part provides counter bond to the bank of the Party of the First Part in a sum of US$........................  The Party of the Third Part provides counter bond to the bank of the Party of the First Part in a sum of               US$ ………………….


ARTICLE 7 – SCOPE OF WORKS OF THE JVC

7.1
In the event of the Contract for the Project (hereinafter referred to as “the said Contract”) being awarded to the JVC;

i.
The Party of the First Part shall carry out ……… per centum (…….%) of the Works under the said Contract;

ii.
The Party of the Second Part shall carry out ……….. per centum (…….%) of the Works under the said Contract;

iii.
The Party of the Third Part shall carry out …………. per centum (……..%) of the Works under the said Contract;

7.2
Upon determining the Scope of Works allocated to each party in the manner aforesaid, that party shall be responsible for the proper execution, completion and maintenance of such Works allocated to it including any variations and/or additional Works within the scope of such allocated Works (hereinafter referred to as the “Allocated Works”). 

7.3
Each Party shall be entitled to the value of the Allocated Works as stipulated in the said Contract.

ARTICLE 8 – SHAREING OF PROFITS AND LOASSES AND LIABILITIES 

8.1
Notwithstanding anything to the contrary the Parties hereto shall be jointly and severally liable to the National Water Supply & Drainage Board for the execution, completion and maintenance of the Works in terms of the said Contract. 

8.2
Without prejudice to Article 8.1 each Party shall be responsible for all costs, expenses, liabilities, claims, demands, interest, obligations arising out of the Allocated Works of each Party. 

8.3
Each Party shall indemnify and keep indemnified the other from and against all costs, expenses, liabilities, claims, demands, interest, obligations, prosecutions arising out of the Allocated Works of each Party or arising out of the execution of any bonds, guarantees or indemnities of whatsoever nature entered into by the JVC in respect of the Works and are within the scope of Allocated Works of each Party.    

8.4
Each Party shall be entitled to the profits or bear the losses made in respect of the Allocated Works of each Party. 

8.5
The Party of the ………. Part shall issue a “Domestic Preference Security” to guarantee that the profit and loss distribution and the Allocated Works of each Party shall not be modified during the period of the said Contract.

ARTICLE 9 – BOARD OF MANAGEMENT OF THE JVC

9.1
The JVC shall be managed by a Board of Management consisting of ……….. Members (hereinafter referred to as “the Board”)

i.
The Party of the First Part shall have the right to appoint ……….. Members to the Board;

ii.
The Party of the Second Part shall have the right to appoint ……….. Members to the Board;

iii.
The Party of the Third Part shall have the right to appoint ……….. Members to the Board;

9.2
The right of appointment of the nominees conferred on the Parties hereto shall include the right at any time to remove any such persons appointed by such Party and to replace any person who (for any reason whatsoever) ceases to be a Member and from time to time to determine the period which such persons shall hold office as Member. 

9.3
Any appointment, removal or replacement of a Member as aforesaid shall be made in writing and be signed by the appointer and shall take effect as from the date of its receipt at the office of the JVC or on the date of appointment specified in the notice, whichever is later.

9.4
The Party of the First Part shall have the right to appoint the Chairman of the Board.

9.5
The Board shall meet at least once a month and no business shall be transacted at any meeting of the Board unless a quorum consisting of all Members is present throughout the meeting.  All decisions at the Board shall be by a unanimous vote. 

9.6
The Parties hereto shall ensure that their nominees on the Board shall implement the operating policies decided by the Parties hereto in terms of These Presents.  

ARTICLE 10 – MANAGEMENT OF THE JVC 

10.1
The JVC shall be managed by the Board of Management who shall appoint competent staff to manage the business of the JVC.

10.2
The employee of the Parties may be seconded to the JVC to carry on the business of the JVC.

10.3
The Board shall decide on the salaries payable to the employees of the JVC and such salaries and all statutory payments due and payable to all employees of the JVC shall be met by and paid out of the funds of the JVC.

10.4
The tasks and authority of the staff shall be determined by the Board from time to time.

10.5
The Bankers of the JVC shall be such Bank or Banks as the Board shall from time to time agree upon and the Board may open an account or accounts at such Bank or Banks and all cheques, orders for payments and requisitions in respect of the said account or accounts shall be signed by Three Members of the Board. 

10.6
All income derived from the business carried out by the JVC shall be received by the JVC.


10.7
All expenses which may be incurred in carrying on of the business of the JVC shall be paid out of the funds of the JVC and in the case of deficiency thereof then by the Parties hereto in the proportion respective of their ownership stipulated in Article 4 herein. 

ARTICLE 11 – ACCOUNTS, AUDIT AND RECORDS OF THE JVC

11.1
The accounting system of the JVC shall conform to the generally accepted accounting policies and principles of Sri Lanka and shall accurately reflect the financial position of the JVC.  


11.2
The Board shall cause to prepare annual and monthly reports with respect to the activities of the JVC.  The Board shall approve the said annual and monthly reports. 

11.3
The Parties hereto agree to cause the books and records of the JVC to be audited at the end of each financial year during the term of this Agreement by the Auditors of the JVC which shall be an independent public accounting firm.  Such firm of accounts shall yearly provide the Parties with a financial report in English and in accordance with generally accepted accounting principles of Sri Lanka.  Copies of such Annual Audits shall be provided to both Parties hereto at the expense of the JVC.  Subject to the approval at the meeting of shareholders such Annual Audit shall be final and binding upon the Parties as to the revenue, costs, fees, expenses, losses and profits of the JVC, absent manifest error or fraud.  

11.4
All deeds, documents of title, share registers, other registers, minute books, share certificate books, cheque book, all agreements, contracts, records and all other documents whatsoever of the JVC shall be held at the disposal of the Board. 

11.5
Either Party shall have the right at any time to inspect the books of the JVC at such Party’s expense. 

ARTICLE 12 – CONFIDENTIALITY 

12.1
Each Party shall maintain strict confidence and secrecy in respect of all information of a confidential nature received by such party, directly or indirectly, pursuant to this Agreement or otherwise relating to the JVC and shall not use such information other than where necessary for the business of the JVC.  The restrictions set forth in this Clause shall not apply to information which (a) was publicly available at the time of such disclosure or subsequently becomes publicly available through no act or omission of the Party making disclosure or; (b) was released by another party to a Third Party without breach of this Clause or (c) the Party is required by law or by a Court of Competent Jurisdiction to disclose such information.   

ARTICLE 13 – ASSIGNMENT 

13.1
Neither of the Parties hereto shall assign this Agreement or rights and obligations accruing or binding on them or their respective shares without the prior written consent of the other being obtained. 

13.2
Neither of the Parties hereto shall do or willingly suffer to be done anything whereby any property of the JVC may be attached, seized or taken in execution under a writ issued by a Court of Law or other lawful authority or may be otherwise endangered. 

ARTICLE 14 – PERIOD 
14.1
This Agreement shall become effective from the date of this Agreement and shall remain in force until terminated pursuant to Article 15 hereof. 

ARTICLE 15 - TERMINATION

15.1
This Agreement may be terminated forthwith upon the serving of notice in writing upon the occurrence of any one or more of the following events:

i.
by either party, if the relevant authorities, if any do not approve the Joint Venture inform and substance acceptable to the Parties hereto.  

ii.
by the other party, if one party shall commit a breach of any of its obligations under this Agreement which shall fail to remedy within 60 days from written notice being given requiring that breach to be remedied ;

iii.
by the other party, if one party shall be or become incapable for a period of 60 days of performing any of its obligations under this Agreement;

iv.
by the other party, if one party fails to perform the Allocated Works of that party;

v.
by the other party, if one party or its creditors or any other eligible party shall file for that party’s dissolution, liquidation, reorganization or compulsory composition or if that party has entered into dissolution, liquidation, bankruptcy, reorganization, or compulsory composition or if that party is unable to pay any debts as they become due, has explicitly or implicitly suspended payment of any debts as they become due (except those debts which are contested in good faith) or gas liabilities which exceed its assets, or if the creditors of that party have taken over its management or if the relevant financial institutions have suspended that party’s clearing house privileges or if any material or significant part of that party’s undertaking, property or assets shall be expropriated or confiscated by action of any government;  

15.2
In the event of the said Contract is not awarded to the JVC then in such as event These Presents shall stand terminated. 

15.3
In the event of the said contract has been completed and defect liability period have been full filled then in such an event These Presents shall stand terminated.  

ARTICLE 16 – CONSEQUENCES OF TERMINATION 

16.1
Termination of this Agreement shall be made without prejudice to the accrued rights and liabilities of the Parties at the date of termination, unless waived in writing by the mutual agreement of the Parties.  

16.2
If this Agreement is terminated for any reason whatsoever after the award of the said Contract the Parties hereto shall be paid for the Works executed by each party up to the date of termination of this Agreement upon receipt by the JVC of the monies for such Works carried out by the JVC.  

16.3
In the event of this Agreement being terminated in terms of Articles 15.1 (ii), (iii), (iv) or (v) herein; 


i.
the defaulting party shall be excluded from further participation in the JVC;

ii.
the non defaulting party/ parties shall continue to carry on the Works in terms of the said Contract.  Provided always the defaulting party shall be responsible for the losses incurred in respect of the Allocated Works of the defaulting party/parties;
iii.
the non defaulting party/ parties shall operate the banking accounts of the JVC to the exclusion of the 

and
iv.
the defaulting party shall execute all documents and carry out all acts necessary to transfer the rights of the defaulting party to the non defaulting party and the defaulting party doth hereby grant the non defaulting party the authority and power to execute all such documents and carry out all such acts on behalf of the defaulting party.  

16.4
upon termination of this Agreement in the manner aforesaid the Parties hereto shall subject to Article 16.3 herein cause the JVC to be duly dissolved and liquidated.  
ARTICLEL 17 – MISCELLANEOUS 

17.1
Should any of the provisions of this Agreement be void for any reason whatsoever, the validity of the remaining provisions shall thereby not be effected.  In such cases the Parties hereto shall agree to replace them in effective provisions by a new one which shall be legally valid.  
17.2
The Parties hereto shall co-operate closely and confidently in all matters related to the said JVC and will inform one another immediately of any important circumstances effecting the JVC.
17.3
Any collateral Agreements must be in writing and made subsequent to this Agreement.
17.4
The Party of the First Part shall obtain all necessary approvals to establish and carry on the Joint Venture and to register the JVC with the relevant authorities. 
17.5
The Parties hereto declare that they have not concluded any contracts or agreements prior to these Presents which are inconsistent with the provisions of this Agreement. 
17.6
This Agreement shall be governed by and constructed in accordance with the laws of the Democratic Socialist Republic of Sri Lanka. 
17.7
Each Party  undertakes to carry out this Agreement in good faith and to respect the spirit as well as the letter of its provisions. 
17.8
Each Party warrants and represents to the other Party that it has no outstanding commitments or obligations which would impede its ability and right to enter into this Agreement and/or fulfill its obligation hereunder except those which have been disclosed at the time of execution of this Agreement.  
17.9
Each Party agrees to hold the other Party harmless and to indemnify the other Party/ Parties against any and all liabilities, losses, damages, finder’s fee, commissions and/or expenses which either of them may sustain by reason of the breach or alleged breach of the provisions contained herein.  
17.10
The failure of any Party at any time or times to require performance by the other Party of any provision of this Agreement shall not affect in any way the right of such Party to require performance of that or any other provision and any waiver by any Party if any breach of this Agreement shall not be constructed as a waiver of any continuing or succeeding breach of such provision, a waiver of the provision itself, or a waiver of any other right under this Agreement.   
17.11
the Parties hereby represent and warrant that they have full power, authority and legal right to enter into this Agreement. 
17.12
The Parties hereby agree and undertake to take all such steps as may be or become necessary to give full effect to the provisions contained in this Agreement and to use their respective votes in the JVC for achieving their objective.
17.13
This Agreement shall not be deemed to be for the benefit of any Party other than the Parties hereto nor shall it give any persons other than the Parties hereto any right to enforce its provisions other than in the manner stipulated herein.
17.14
Any of the Parties hereto and/or any of their respective Directors shall not or cause any of its subsidiaries and/or associate companies and/or any entity controlled and/or managed by them either directly or indirectly in any capacity whether on their own account or as a member, director, employee, agent, partner, joint venture, advisor or consultant to provide any services in respect of the Project other than as stipulated herein.  
17.15
All expenses incurred in respect of drafting and preparing this Agreement shall be shared equally among the Parties hereto. 
ARTICLE 18 – ARBITRATION 

18.1
In the event of a dispute or difference arising between the Parties hereto concerning this Agreement or any matter of whatsoever nature arising thereunder or the operation or the interpretation thereof or the rights, duties liabilities of any Party hereto under or in connection therewith or the fair value of the shares of the JVC the Parties hereto agree to resolve such dispute or difference by mutual negotiation and failing settlement by mutual negotiation within a period of thirty (30) days from the date of notification of such dispute by one Party to the other or others, the dispute or difference shall be referred to binding arbitration by two arbitrators if the dispute is between two Parties or if the dispute is between three parties by three arbitrators, one to be appointed by each Party, with provision for an Umpire to be appointed by the two arbitrators or if three arbitrators are appointed the Umpire to be appointed from amongst them before commencement of the arbitration in the event of indecision of the arbitrators.  The Party requesting arbitration, shall, with such request, nominate its arbitrator and the other Party shall within thirty (30) days thereof make its own nomination.  Should the other Party fail to nominate its arbitrator within the said thirty (30) days or should any nominated arbitrator fail or refuse to act, the proceedings shall be before the other nominated arbitrator who shall be the sole arbitrator or two arbitrators as the case may be.  The decision of the arbitrators or the sole arbitrator or the Umpire as the case may be regarding the dispute, claim or difference and the award made shall be final and binding upon the Parties.    
18.2
The Rules to be adopted at the Arbitration shall be the Rules of Arbitration Act, No. 11 of 1995 of the Democratic Socialist Republic of Sri Lanka or the Rules of the Arbitration Center of the Institution for the Development of Commercial Law and Practice, Sri Lanka. 
18.3
The Place of Arbitration shall be in Colombo and the cost of the Arbitration shall be met by the Parties hereto together on a pro-rata basis or singly in accordance with the recommendation of the Arbitrator or Arbitrators.

ARTICLE 19 – NOTICES 

19.1
All approvals, consents and notices required to be given or served hereunder by either Party hereto to the other/s shall be deemed to have been duly given or served if the same shall have been delivered to be left at or sent by Registered Post by either Party to the other/s at its principal or registered office as the case may be; provided always that either Party aforesaid shall have the right to inform the other/s in writing of any other address at which such approvals consents or notices aforesaid shall be received by it and the same shall be held to have been duly given or served if the same shall have been delivered to left at or sent by Registered Post to such Party at such other address. 

IN WITNESS WHEREOF ………………………... the duly appointed Attorney of …………..……………………………………………….……………….. has placed his hand, ……………………………………………………………………..……………………. and …………………………………………………. Have affixed their respective Company Seals and hereunto and to two other of the same tenor and date as These Presents on the dates and at the places hereinafter written. 

The signature of the said ……………………………….
)

the duly appointed Attorney of …………………………
)

placed his hand hereunto in the presence of following 
)

witnesses at ……………….. on this ……… day of

)

………………… 20……




)

Witnesses : 

1.

2.

The Common Seal of the said …………………………..
)

was affixed hereunto in the presence of 


)









)

………………… - Director 




)









)

who do hereby attest the sealing thereof at …………….
)

……………… on this …… day of ………….. 20…….
)

Witnesses :

1.

2.


The Company seal of the said ………………………..…
)

was affixed hereunto in the presence of
 

) 

1.

2.

who do hereby attest the sealing thereof at ………………
)

on this …… day of ……….. 20….



)

Witnesses :

1.

2.


FORM ELI – 1 : Bidder’s Information Sheet

	Bidders Information

	Bidder’s legal name
	

	In case of JV, legal name of each Partner
	

	Bidder’s country of constitution
	

	Bidder’s year of constitution
	

	Bidder’s legal address in country of constitution
	

	Bidder’s authorized representative 

(name, address, telephone numbers, fax numbers,        e-mail address)

	

	Attached are copies of the following original documents.     
· 1.
In case of single entity, articles of  incorporation or constitution of the legal entity named above, in accordance  

               with ITB 3.1 and 3.2.

· 2.
Authorization to represent the firm of JV named above, in accordance with ITB 5.2 (b).
· 3.    In case of JV, letter of intent to form JV or JV agreement, in accordance with ITB 5.2 (f).
· 4.
In the case of a government-owned entity, any additional documents not covered under 1 above required  
               to comply with ITB 3.5.
               


FORM ELI – 2 : JV Information Sheet

Each member of a JV must fill in this form

	Form ELI – 2 : JV  Information sheet

	Bidder’s legal name
	

	JV Partner’s legal name
	

	JV Partner’s country of constitution
	

	JV Partner’s year of constitution
	

	JV Partner’s legal address in country of constitution
	

	JV Partner’s authorized representative information


	

	Attached are copies of the following original documents.     
· 1.
Articles of incorporation or constitution of the legal entity named above, in accordance with ITB 4.1 and 4.2.

· 2.
Authorization to represent the firm named above, in accordance with ITB 20.2.
· 3.
In the case of government-owned entity, documents establishing legal and financial autonomy and    
               compliance with commercial law, in accordance with ITB 4.5.


9. Appendices for Supply Contracts - Attachment 2
(Example DI Supply)
APPENDIX 1- DETAILS OF SIMILAR SUPPLIES COMPLETED WITHIN THE LAST THREE YEARS AND ONGOING

	Name and Address of Employer
	Name and details of

Contract


	Value of

Contract 
	Period of

Contract 
	Remarks

(Completed/ ongoing etc.)
	Value of work

remaining

incomplete

	
	
	
	From 
	To 
	
	

	
	
	
	
	
	
	


APPENDIX 2 – FINANCIAL STATEMENT

Summary of assets and liabilities based on the audited financial statements for the last three financial years (Current statement may be unaudited) together with the Financial Performance as indicated in the following schedule shall be submitted.

If the business has not been in operation for the last three years, following schedule shall be submitted for the period that the business has been in operation together with the aforesaid financial statements.

Bidders whose financial capability is marginally less to undertake this tender may show credit facilities available to them from banks.

Financial performance for the last 3 years

	Year
	xxxx
	xxxx
	xxxx

	Turnover from Contracting


	
	
	

	Fixed Assets (FA)


	
	
	

	Current Assets (CA)


	
	
	

	Current Liabilities (CL)


	
	
	

	Long Term Liabilities (LL)


	
	
	

	Net Worth   = Total Assets  – Total Liabilities
	
	
	

	Current Ratio = Current Assets                Current Liability
	
	
	

	Liquidity Ratio = Current Assets(except stock)                                     Current Liability
	
	
	

	Gearing Ratio = Dept Capital x 100                  Total Capital Employed
	
	
	

	Turnover    x  100

Total Operating Assets
	
	
	

	Net Profit    x  100

Total Assets
	
	
	


APPENDIX 2A – AUTHORIZATION FOR BANK REFERENCES

[Contractor or Supplier shall provide the authorization to the Procurement Committee to Seek, reference from Bankers on the financial status of the Contractor/Supplier]

Chairman,

Procurement Committee,

Supply & Delivery of  DI Pipes, Fittings, Specials & Accessories, 
DI/CI Valves,  Manhole Covers and Surface Boxes For

 ………………………. Water Supply Scheme
Contract No. …………………………………….

We, ………………………………………………………………………………………. [Name of the Company] at (Official Address)………………………………………………………. ………………………………………………………………………………………………….hereby authorize the Procurement Committee / National Water Supply & Drainage Board to seek references from our Bankers,………………………………………………… …………………………………………………………………………………….………….…

………………………………………………………………..[specify the name of  Banks] at ……………………………………………………………………………..……………………

…………………………………. (official address of  Bank) in connection with the Contract for the …………………………………………………………………………………………. ………………………………………………….………………………………………………

Contract No. ………………………………………

Signed by ……………………………………………………….. in the capacity of  …………

Signature ………………………………………

Address  ……………………………………………


   ……………………………………………


   ……………………………………………

              …………………………………………….

APPENDIX 3 -  Guarantee for DI Pipes , Fittings and Rubber Rings
[Address of the Manufacturer]









…………………………………









…………………………………









…………………………………

General Manager,

National Water Supply & Drainage Board,

Galle Road, Ratmalana.

Sri Lanka.

Supply & Delivery of  DI Pipes, Fittings, Specials & Accessories, 
DI/CI Valves,  Manhole Covers and Surface Boxes For

 ………………………. Water Supply Scheme
Contract No. …………………………………….

We ,………………………………………………………………………………………………

……………………………………………………………………………………………………
…………………………………( Name & Address of the Pipe Manufacturer) Manufacturer  of DI pipes ,hereby guarantee that,

2 DI pipes, fittings and rubber rings supplied under the contract shall fit properly and adequately to ensure leak proof pipeline installations under all working conditions.

4. We will unconditionally undertake to replace any material rejected by the Engineer within the time period as agreed with the Engineer during implementation stage at no additional cost to NWSDB ensuring the timely implementation of the project.

5. We will unconditionally undertake that the  Nominated Inspection Agency issues a certificate ensuring that DI pipes, fittings and rubber rings inspected shall fit properly and adequately to ensure leak proof pipeline installations under all working conditions upon shipment.

…………………………….

Signature of the Authorised 

Officer on behalf  of the 

Pipe manufacturer

Name
:
……………………………………………………….

Capacity:
……………………………………………………….

Witness
:

1
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

2
Signature
:
……………………………………………………………


Name

:
……………………………………………………………


Capacity
:
……………………………………………………………


Address
:
……………………………………………………………

APPENDIX 4 - Confirmation of  Capability of  Production and 

                           Supply according to Delivery Schedule
[Address of the Manufacturer]

…………………………………………..

………………………………………….

………………………………………….

Chairman,

Procurement Committee,

Supply & Delivery of  DI Pipes, Fittings, Specials & Accessories, 
DI/CI Valves,  Manhole Covers and Surface Boxes For

 ………………………. Water Supply Scheme
Contract No…………………………………….

 We, ………………………………………………………………….[name of manufacturer] of ………………………………………………………………………………………………………………….………………………………………………………….…………..…….[address of  manufacturer]confirm that we have sufficient production capacity to produce the quantity of  DI Pipes, Fittings and Specials submitted in our bid and shall deliver them according to the delivery schedule indicated in Contract Data in the bid. 

……………………………..




……………………………..

Authorised Officer of the Manufacturer.


   Seal of the Company.

Name :……………………………………

APPENDIX 5 - Manufacturer’s Authorization to sign the

                         Contract

[The Bidder shall require the Manufacturer to fill in this Form in accordance with the instructions indicated. This letter of authorization should be on the letter head of the Manufacturer and should be signed by a person with the proper authority to sign documents that are binding on the Manufacturer. The bidder shall include it in its bid].
Date : [insert date (as day, month and year) of Bid Submission]
No. : [insert contract number]
To :  Chairman,
        National Water Supply and Drainage Board,
        Galle Road, Ratmalana, Sri Lanka.
Supply & Delivery of  DI Pipes, Fittings, Specials & Accessories, 
DI/CI Valves,  Manhole Covers and Surface Boxes For

 ………………………. Water Supply Scheme
Contract No…………………………………….

We …………………………………………[insert complete name of  Manufacturer], who are official manufacturers of DI Pipes, Fittings, Specials, Accessories, DI/CI Valves, Manhole Covers and Surface Boxes , having factories at ………………………………[insert full address of Manufacturer’s factories], do hereby authorize …………….…………………. [insert complete name of  Bidder] to submit a bid the purpose of which is to provide DI Pipes, Fittings, Specials, Accessories, DI/CI Valves, Manhole Covers and Surface Boxes ,manufactured by us and to subsequently negotiate and sign the Contract.
We hereby extend our full guarantee and warranty in accordance with Clause 15 of the General Conditions of Contract, with respect to the Goods offered by the above firm.
Signed :  …………………………………[insert signature(s) of authorized representative(s) of the Manufacturer]
Name : ………………………………………………………..[insert complete name(s) of authorized representative(s) of the Manufacturer]
Title :  …………………………………….. [insert title]
Duly authorized to sign this Contract on behalf of :  ……………………………[insert complete name of  Manufacturer] 
Dated on  …………………….. day of  …………………………….[insert date of signing].

Appendix 6 - BIDDER’s Authorization to sign the Contract

[The Bidder shall require to fill in this Form in accordance with the instructions indicated. This letter of authorization should be on the letter head of the Bidder and should be signed by a person with the proper authority to sign documents that are binding on the Bidder. The bidder shall include it in its bid].


Date : [insert date (as day, month and year) of Bid Submission]


No. : [insert contract number]
To :  Chairman,
        Procurement Committee
        ………………………….
        ………………………….
Supply & Delivery of  DI Pipes, Fittings, Specials & Accessories, 
DI/CI Valves,  Manhole Covers and Surface Boxes For

 ………………………. Water Supply Scheme
Contract No…………………………………….

We …………………………………………[insert complete name of  the Bidder], who ……………………………………….…………[insert full address of Bidder], do hereby authorize …………….………………………….. [insert complete name of  Bidders authorize officer who signs the contract] to submit a bid on behalf of our company and to subsequently negotiate and sign the Contract.
Specimen Signature …………………………………………………………
Signed :  …………………………………[insert signature(s) of authorized representative(s) of the Bidder]
Name : ………………………………………………………..[insert complete name(s) of authorized representative(s) of the Bidder]
Title :  …………………………………….. [insert title]
Duly authorized to sign this Authorization on behalf of :  ……………………………[insert complete name of  Bidder] 
This is to certify that the seal and signatures of legal representative and authorized person affixed to power of attorney attached hereto are found to be authentic. 

………………………………

Signature of Attorney at Law 

……………………………..

Seal of Attorney at Law
                                                                                                                     (1 of  6)                                                          

Appendix 7 - TOR FOR INDEPENDENT INSPECTION AGENCY

DI Pipes & Fittings

	Activity
	Test Performed
	Results
	Acceptability as per Specification

	1. 

1.1
	Physical Proportion

Socket & Spigot Pipes

Pipe wall thickness

External Diameter

Internal Diameter

Length of  Pipe

Socket Length

Chambering of  Spigot end

K -  Class

Grooves in the Socket.

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining.

External Zinc Coating.

Thickness & Weight of  external Zinc Coating.

Compressive Strength of  the Cement Lining.

Curing period of  Pipes after Cement Lining.

Smoothness of  external Bitumen Coating.
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	1.2

	Flanged Pipes

Flange thickness

Flange diameters

No. of  bolt holes

Length of  pipe

Wall Thickness of  Pipe

K – Class of  Pipe

Cleanliness of  Flange

Raised Face or Flat Face

Smoothness of  Raised Face/Flat Face

Integrally casted or Factory Welded

Condition of  weld if  welded.

Thickness of  Internal Cement lining

Smoothness of  Internal Cement Lining.

External Zinc Coating.

Thickness & Weight of  external Zinc 
Coating

Method of  Application of  Bitumen 

Coating.

Compresure Strength of  the  Cement Lining

Curing period of  Pipes after Cement Lining.

Smoothness of  external Bitumen Coating
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	1.3

1.4


	Socketed Bends

Socket Diameter

Length of  Bend

K-Class of  Bend

Wall Thickness of  bend

Grooves in the Socket.

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining

External Zinc Coating

      Thickness & Weight of  external cement 

       coating

Method of  Application of  Bitumen Coating

Compressive Strength of the Cement Lining

Curing period of  Bends after Cement Lining

Smoothness of  external Bitumen Coating.

Flanged Bends

Flange Diameter

Length of  Bend

Thickness of  Flange

No. of  Bolt holes

Wall Thickness of  Pipe

Raised Face or Flat Face

Smoothness of  Raise Face/ Flat Face

       Integrally Casted /Factory welded condition of   

       weld if  welded
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	1.5
	K – class

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining

External Zinc Coating

Thickness & Weight of  External Coating

Compressive Strength of  the  Cement Lining.

Method of  Application of  Bitumen Coating

Compressive Strength of  the Cement Lining

Curing period of  Bends after Cement 

Smoothness of  external Bitumen Coating.

Tees

Socketed Tees

Length of  Tees

Length of  Branch

Diameter of  Tee (all faces)

Wall Thickness of  Tees

Wall Thickness of  Branch

Condition of  grooves in socket

K – Class

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining.

External Zinc Coating
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	    1.6

   
	Thickness & Weight of  External Zinc Coating

Method of  Application of Bitumen Coating

Compressive Strength of the Cement Lining

Curing period of Tees after Cement Lining

Smoothness of  external Bitumen coating.

Flanged Tees 

Length of  Tee

Length of  Branch

Diameter of  Tee (all Branches)

Wall Thickness of  Tee

Diameter of  Flanges (All faces)

No of  Bolt holes

Flange thickness

Integrally Casted or  Factory Welded

Condition of weld if welded

Flanges of  Raised Face or Flat Face

Smoothness of  Raised Face/ Flat Face

K – Class

Thickness of  Internal Cement lining

Smoothness of  Internal Cement lining.

External Zinc Coating

Thickness & Weight of  external Zinc Coating

Method of  Application of Bitumen Coating

Compressive Strength of  the  Cement Lining

Smoothness of external Bitumen coating.  
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	Activity
	Test Performed
	Results
	Acceptability as per Specification

	2.

2.1

     
	Strength & Metalogical Properties

DI Pipes & Fittings

1.  Method of Casting Metelogical Properties

     ……………. Tensile Strength

     Hardness minimum Elongation Positive

     Internal Hydrostatic Pressure Negative

     Internal Pressure

2.  Manufacturing Standards of  Pipes & 

     Fittings.

3.  Lubricant make & seal type of designation

     of lubricant.

4.  Manufacturing of  lubricant

5.  Manufacturing Standard of  lubricant

Joint Rings/ Gaskets

6.   Materials of  Joint Ring/ Gasket

7.   Manufacturing Standards of  Joint Ring/

      Gasket

8.   Hardness of  materials of  Joint Ring/

      Gasket.

9.   Seal Type designation of  Joint Ring/   

      Gasket Nuts & Bolts.

10. Materials of  Nuts & Bolts Washers

11. Manufacturing Standard of  Nuts & Bolts

12. Number of  Washers/ Bolt.
	
	
	


APPENDIX  8 - Manufacturer’s awareness of the TOR for 

 Independent Inspection Agency and Check List 

      for Pre-shipment Inspections

[Address of the Manufacturer]

…………………………………………..

………………………………………….

………………………………………….

Chairman,

Procurement Committee,

Supply & Delivery of  DI Pipes, Fittings, Specials & Accessories, 
DI/CI Valves,  Manhole Covers and Surface Boxes For

 ………………………. Water Supply Scheme
Contract No…………………………………….

We, …………….…………………………………………………….[name of manufacturer] of……………………….……………………………………………………………………………………………….…………………………………………………………..…….[address of  manufacturer]confirm that we have noticed that  

                      a)   Appendix   7 – TOR for Independent Inspection Agency

                      b)   Appendix   9 – Check list for Pre-shipment Inspection of DI Pipes & Fittings

                      c)   Clause 6.1 of   Instructions to Bidders in Volume 1

…………………………………………


    ..…………….………

Authorised Officer of the Manufacturer.


   Seal of the Company.

Name :……………………………………
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APPENDIX  9 - PRE-SHIPMENT INSPECTION OF DI PIPES & FITTINGS

                                       BY NWSDB ENGINEERS  - CHECK LIST 

Name & Location of the Factory


Pipe

: -  ………………………………………………………………………………




     ………………………………………………………………………………


Fittings

: - ………………………………………………………………………………




    ….……………………………………………………………………………


Valves

: - ..………………………………………………………………………………




    ..………………………………………………………………………………

Couplings
:- …………………………………………………………………………………




   …………………………………………………………………………………


Adaptors
:- …………………………………………………………………………………




    …………………………………………………………………………………


Flanged Pipes
: - …………………………………………………………………………………




    …………………………………………………………………………………

(Requirement - Pipes and fittings should be manufactured by same manufacturer or manufacturing group.)

Applicable Standards


Manufacturing Standards
:
(ISO 2531 : 1998/BSEN 545: 2006)
…………….


Of pipes & Fittings 


Manufacturing Standards of 

Joint Rings


:
(BSEN 681-1/ISO


…………….

Quality Assurance Standards
:
(ISO 9001: 2008)


……………
Parameters to be checked

Markings to casted on, painted or cold stamped

Mechanical Properties, Hardness, Elongation,

Hydrostatic Pressure Tests

Wall Thickness

Length of straight pipes

Straightness

External Coating

Internal Coating

Testing of Welded Flanges
Chemical Composition of Pipes & Fittings (Composition of metals).
Condition of  Pipes & Fittings


Warping or shrinkage 


Surface or other defects detrimental to functionality 
: 
Satisfactory/Unsatisfactory


Handling of pipes, Fittings after production

: 
Satisfactory/Unsatisfactory
Inspection Procedure

Witness testing a sample with Factory QC Team 

: 
Yes/No

Witness testing with Independent Inspection Agency
: 
Yes/No
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                            PRE-SHIPMENT INSPECTION OF DI PIPES & FITTINGS           
CHECK LIST

Mark Yes or No in the Remarks Column as Appropriate
  Date of  Inspection  ………… 

	Technical

Specifications

Clause No.


	Description
	Values as per

Specifications
	Satisfactory/

Unsatisfactory
	Remarks

	GENERAL



	Quality

Assurance


	Availability of  Valid Quality Standard
Certificates
	ISO 9001:2008
	
	

	Independent

Inspection
	Availability of Inspection Agency. 
Certificate before Shipment
	-
	
	

	Markings
	Pipe Material (Ductile Iron)
	-
	
	

	
	Year of  Manufacture (Last Two Digits)
	-
	
	

	
	Manufacturers Identification Mark/Name
	-
	
	

	
	Nominal Diameter in mm
	-
	
	

	
	Class Designation
	-
	
	

	
	Quality Standard & Product Conformity certificate
	-
	
	

	
	Client Identification
	-
	
	

	
	Socket Penetration Lines (2 Lines) 
	-
	
	

	
	In case of Fittings, these marks shall appear on the body of each fitting together with its main characteristics such as angle of bend, pressure rating of flange etc.
	-
	
	

	Material Characteristics



	
	Mechanical Properties
	
	
	

	
	Minimum Tensile Strength
	420 N/mm2
	
	

	
	Minimum Bending Strength
	Table B1 BSEN-545 2006
	
	

	
	Modulus of Elasticity
	14- 18 N/mm2
	
	

	
	Brinell hardness for pipes
	230HB
	
	

	
	Brinell hardness for fittings
	250 HB
	
	


PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
- CHECK LIST

                                                  (3 of 13)
	 Test                                             Hydrostatic Test


	Bill No:                                                                        Item No. & Qty.                                                            Sample size:
Description of Item : DI Pipes  (SS/DF)                      Class :                                                                            Dia x Length :
Tech Spec Clause No:                                                Reference Standard  :  BSEN545:2006 -  Clause 6.5 & Table 14  
                                                                                                                             ISO 2531:1998 -  Clause 6.5  & Table 10


	Sample
No

	Item of Testing 
	Test Condition 
	Deviation
	Tolerance
Allowed
	Comply?
	Remarks

	
	
	Flexible joints
	Push-fit joints
	Flanges & flanged joints
	
	
	
	

	
	
	+ve int. pressure
	-ve int. pressure
	+ve ext. Pressure
	Dynamic int. pressure
	Flanged joints
	Screwed & welded flanges 
	
	
	
	

	1
	
	
	
	
	
	
	
	
	
	
	

	2
	
	
	
	
	
	
	
	
	
	
	

	3
	
	
	
	
	
	
	
	
	
	
	

	4
	
	
	
	
	
	
	
	
	
	
	

	5
	
	
	
	
	
	
	
	
	
	
	

	6
	
	
	
	
	
	
	
	
	
	
	

	7
	
	
	
	
	
	
	
	
	
	
	

	8
	
	
	
	
	
	
	
	
	
	
	

	9
	
	
	
	
	
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :


(4 of 13)
PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST
	Test                                                                Length of  Straight  Pipes and Fittings


	Bill No:                                                                                         Item No. & Qty.                                                            Sample size:
Description of Item : DI Pipes  (SS/DF) , Fittings                         Class :                                                                            Dia x Length :
Tech Spec Clause No:                                                                 Reference Standard  :  BSEN545:2006 – Clause 4.2.3 & Table 3,4,5,6
                                                                                                                                             ISO 2531 :1998  - Clause 4.2.3 & Tables 2,3,4,5

	Sample
No
	Item of  testing
	Physical/Measured
Value
	Deviation
	Tolerance
Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :


(5 of 13)
      PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST                        
	Test                                                                Straightness


	Bill No:                                                                        Item No. & Qty.                                                            Sample size:
Description of Item : DI Pipes  (SS/DF)                      Class :                                                                            Dia x Length :
Tech Spec Clause No:                                                Reference Standard  :  BSEN545:2006 – Clause 4.2.4 
                                                                                                                             ISO 2531 :1998  -Clause 4.2.4

	Sample
No

	Item of  testing
	Physical/Measured
Value
	Deviation
	Tolerance
Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS 
-   CHECK LIST
	Test                                                                Internal & External Diameter of  Pipes & Fittings


	Bill No:                                                                                        Item No. & Qty.                                                            Sample size:
Description of Item : DI Pipes  (SS/DF) , Fittings                        Class :                                                                            Dia x Length :
Tech Spec Clause No:                                                                Reference Standard  :  BSEN545:2006 – Clause 4.2.2 
                                                                                                                                             ISO 2531 :1998  - Clause 4.2.1 

	Sample
No

	Item of  testing
	Physical/Measured
Value
	Deviation
	Tolerance
Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST                                
	Test                                                                Wall Thickness of Pipes & Fittings


	Bill No:                                                                                         Item No. & Qty.                                                            Sample size:
Description of Item : DI Pipes  (SS/DF), Fittings                         Class :                                                                            Dia x Length :
Tech Spec Clause No:                                                                 Reference Standard  :  BSEN545:2006 – clause 4.2.1 
                                                                                                                                             ISO 2531 :1998  - Clause 4.2.2


	Sample
No

	Item of  testing
	Physical/Measured
Value
	Deviation
	Tolerance
Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST                                                        
	Test                                                                Internal Coating ( Strength & Thickness) 


	Bill No:                                                                                         Item No. & Qty.                                                            Sample size:
Description of Item : DI Pipes  (SS/DF) , Fittings                        Class :                                                                            Dia x Length :
Tech Spec Clause No:                                                                 Reference Standard  :  BSEN545:2006 – Clause 4.4.3 &  4.5
                                                                                                                                              ISO 2531 :1998  - Clause 4.4.2 & 4.5.2

	Sample
No

	Item of  testing
	Physical/Measured
Value
	Deviation
	Tolerance
Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS
-
CHECK LIST                                                             
	Test                                                                External Coating ( Thickness of Zinc Mass & Paint coating) 


	Bill No:                                                                                                    Item No. & Qty.                                                            Sample size:
Description of Item : DI Pipes  (SS/DF),                                                  Class :                                                                            Dia x Length :
& Coating for fittings and Accessories                   
Tech Spec Clause No:                                                                              Reference Standard  :  BSEN545:2006- clause 4.4.2 & 4.5
                                                                                                                                                     ISO 2531 :1998  - clause 4.4.1 & 4.5.1

	Sample
No

	Item of  testing
	Physical/Measured
Value
	Deviation
	Tolerance
Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :
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PRE –SHIPMENT INSPECTION OF DI PIPES & FITTINGS -        CHECK LIST                                                                             
	Test                                                                Chemical Composition


	Bill No:                                                                        Item No. & Qty.                                                            Sample size:
Description of Item : DI Pipes  (SS/DF)                      Class :                                                                            Dia x Length :
Tech Spec Clause No:                                                Reference Standard  :  BSEN545:2006 & ISO 2531 :1998  


	Sample
No

	Item of  testing
	Physical/Measured
Value
	Deviation
	Tolerance
Allowed
	Comply?
	Remarks

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	4
	
	
	
	
	
	

	5
	
	
	
	
	
	

	6
	
	
	
	
	
	

	7
	
	
	
	
	
	

	8
	
	
	
	
	
	

	9
	
	
	
	
	
	

	Inspection & Testing Witnessed by

	Name :     1.                                                                                                    Name :      2.            

	Signature: 1.                                                                                                   Signature:  2.                                                                       

	Date :


            (11 of 13)
INSPECTION OF DI PIPES & FITTINGS                                         
CHECK LIST 

	Technical Specifications
Clause No.

	Description
	Requirements as per Specifications
	Satisfactory/
Unsatisfactory
	Remarks

	HANDLING OF PIPES AND FITTINGS AFTER PRODUCTION
	
	

	
	Packing 

	
	
	

	
	Handling

	
	
	

	
	Stacking
	
	
	

	
	Inspection by Factory/Inspection Authority
	
	
	

	
	Transport Arrangements within manufacturers Country
	
	
	

	
	Shipping Arrangements

	
	
	

	
	Freight Insurance Arrangements
	
	
	

	CONCLUSION AT THE END OF THE INSPECTION TOUR

	
	

	                            Total Process of Production, Testing, Packing,
                                    Handling, Insurance and Freight
                                    Arrangements Satisfactory

	
	


Observations
:

Signature 1





Signature 2


Name & Designation 1:



Name & Designation 2:
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Rubber rings / Gaskets

Physical Parameter

6. Dimensions
:…………………..
7. Diameter
:…………………..
8. Hardness
:………………….
9. Appearance
:…………………..
10. Lot Numbers
: …………………..
Quality
3. Product Conformity certificate
4. ISO 9001:2008 certificate
Packing Arrangements

3. Inspection by Independent Inspection Agency 
: ………….
4. Shipping Arrangements
:……………..
(13 of 13)

	Sample No
	Diameter
	Thickness mm
	Hardness
	Appearance
	Deviation
	Tolerance allowable
	Whether Comply
	Remarks

	
	
	
	
	
	
	
	
	


Product conformity certificate available acceptable 
: ………………..
(witness the original certificate)
ISO 9001;2008 Quality Management System certificate available and acceptable: ……………..
(witness the original certificate)
APPENDIX 10 - Manufacturer’s Warranty for the goods supplied 

                              under the contract

[Address of the Manufacturer]

…………………………………………..

………………………………………….

Chairman, Procurement Committee,
Supply & Delivery of  DI Pipes, Fittings, Specials & Accessories, 
DI/CI Valves,  Manhole Covers and Surface Boxes For

 ………………………. Water Supply Scheme
Contract No…………………………………….

 We, ……………………………………………………………….[name of manufacturer] of ………………………………………………………………………………………………………………….……………………………………..…….[address of  manufacturer]warrant that the goods supplied under this contract are new, unused, of the most recent or current models and have incorporated all recent improvements, and no defects arising out of the design, material or workmanship from any act that may be develop under normal use of the supplied goods. 

If there is any defects during the warranty period specified in the clause 15 of the General Conditions of Contract, we shall attend to repair or replace the defective goods with all reasonable speed without any cost to the Purchaser. 

…………………………………………


    ..…………….………

Authorised Officer of the Manufacturer.


   Seal of the Company.

Name :……………………………………
Appendix 11 - Confirmation of Supplying Goods Manufactured

        at the Factory quoted

[This form shall be filled on the letter head of the pipe manufacturer’s company]

Date :............................

General Manager,

National Water Supply & Drainage Board, 

Galle Road, Ratmalana.

Supply & Delivery of  DI Pipes, Fittings, Specials & Accessories, 
DI/CI Valves, Manhole Covers and Surface Boxes for 
………………………. Water Supply Scheme.

Contract No.: ……………………………..

We ………………………………………………………………………………………(Name & Address of the DI pipe manufacturer) hereby guarantee that, 

1. 
The Supply of Pipes for the above contract shall be manufactured at the manufacturing factory at ……………………………………………………………... ………………………………………………(Address of the manufacturing factory).

2. 
The Supply of Pipe Fittings for the above contract shall be manufactured at the manufacturing factory at …………………………………………………………... …………………………………………..…… (Address of the manufacturing factory).

3.
The Supply of Rubber Rings for the above contract shall be manufactured at the manufacturing factory at ……………………………………………………………... …………………………………………...… (Address of the manufacturing factory).

4.
The Supply of Couplings for the above contract shall be manufactured at the manufacturing factory at ……………………………………………………………... ……………………………………………….. (Address of the manufacturing factory).

5.
The Supply of Restraint Joints shall be manufactured at the manufacturing factory at …………………………………………………………………………………………... …………………………………………….. (Address of the manufacturing factory).

……………………….



……………………………………

Signature of the 




Seal of the Company

Chief Executive Officer/

General Manager of the manufacturer 

Name : …………………………………      

Address : ………………………………


    ………………………………

The above signed declare that the statement made above is true and correct in every detail.

…………………………….



……………………………..

Signature of the Attorney at Law 


Seal of the Attorney

Name :…………………………………..

Address : ………………………………



For Chemicals only





BIDDER SHALL FILL THIS FORM AND PROVIDE WITH THE BID





Local Agent -  Romasha Engineers (Pvt) Ltd., 52/1A, Old Kesbewa Road, Gangodawila,  Nugegoda


                          Tele No:2820420, 5670440,2769993





Local Agent – Lanka Development Network (Pvt) Ltd., No. 60, S de S Jayasinghe, Mawatha, Kohuwela


                         Tele No: 2824775/6, 2825256, 2822034



































Local Agent – M&E Turnkey Engineers (Pvt) Ltd., 215D, Galle Road, Ratmalana


		Tele No: 2731265, 2718388, 2731264, 2727692





Local Agent – K P Projects International (Pvt) Ltd., 4, Malwatta Avenue, Kohuwala


                          Tele No: 2809525-7, 2814528





Local Agent –  Savinda Enterprises (Pvt) Ltd., 176 F, Saranatissa Mawatha, Kahathuduwa, Polgasowita


                           Tele No: 2705733, 2705734, 2705028, 2704231


                                           














Local Agent – Jedara International (Pvt) Ltd., 58/1, Peiris Mawatha, Kalubowila, Dehiwala


                          Tele No: 2764957, 4411957, 2765958, 2766363

















Local Agent – Lanka Development Network (Pvt) Ltd, No. 60, S de S Jayasinghe Mawatha, Kohuwela.


                          Tele No: 2824775/6, 2825256,2822034





Local Agent – Thahirs (Pvt) Ltd., No. 05 Quarry Road, Colombo 12


Tele No.  2421076,  Fax 2449788





Local Agent –Hydro Alliance, 279, Sri Rathnajothi Sarawanamuttu Mawatha, Colombo 13


		Tele No:  2447600  Fax : 2385213





Local Agent   –  Patno Construction (Pvt) Ltd, No.83 A, Egodawatta Ambalangoda, Polgasowita


		  Tele No:  2704232    Fax :  2705015








